
RECEIVED: July 10, 2012

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

DWR 3-15C6 

2. TYPE OF WORK

DRILL NEW WELL      REENTER P&A WELL      DEEPEN WELL   
3. FIELD OR WILDCAT

CEDAR RIM  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
 

6. NAME OF OPERATOR
EP ENERGY E&P COMPANY, L.P. 

7. OPERATOR PHONE
713 997-5038 

8. ADDRESS OF OPERATOR
1001 Louisiana, Houston, TX, 77002 

9. OPERATOR E-MAIL
maria.gomez@epenergy.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

14-20-H62-4724 

11. MINERAL OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   
12. SURFACE OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

Ute 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES   (Submit Commingling Application)    NO   

19. SLANT

   
VERTICAL    DIRECTIONAL    HORIZONTAL   

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 1000 FSL   1000 FEL  SESE  15  3.0 S  6.0 W  U 

Top of Uppermost Producing Zone 1000 FSL   1000 FEL  SESE  15  3.0 S  6.0 W  U 

At Total Depth 1000 FSL   1000 FEL  SESE  15  3.0 S  6.0 W  U 

21. COUNTY
DUCHESNE  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
1000 

23. NUMBER OF ACRES IN DRILLING UNIT
640 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

1900 

26. PROPOSED DEPTH
MD: 11100     TVD: 11100 

27. ELEVATION - GROUND LEVEL

6009 

28. BOND NUMBER

WY3457 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

Duchesne City / Water Right 43-7295 

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 Cond  20  13.375  0 -  800  54.5   J-55 LT&C  9.0  Class G  997  1.15  15.8

 Surf  12.25  9.625  0 - 3550  40.0   N-80 LT&C  9.5  Premium Lite High Strength  513  2.17  12.0

               Premium Lite High Strength  425  1.33  14.2

  I1  8.75  7  0 - 7800  29.0   P-110 LT&C  10.6  Premium Lite High Strength  267  2.31  12.0

               Premium Lite High Strength  122  1.91  12.5

 L1  6.125  4.5  7600 - 11100  13.5   P-110 LT&C  10.6  50/50 Poz  177  2.32  12.5

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME   TITLE   PHONE  

SIGNATURE DATE 05/21/2012  EMAIL  

API NUMBER ASSIGNED

    43013514330000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43013514330000
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API Well Number: 43013514330000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMB
3-15C6

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI CEDAR RIM

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO

6. NAME OF OPERATOR 7. OPERATOR PHONE
EP ENERGY E&P COMPANY,L.P. 71 3 997-5038

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1001 Louisiana, Houston, TX, 77002 maria.gomez@epenergy.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL, INDIAN, OR1S4

0 62-4724 FEDERAL INDIAN I STATE FEE FEDERAL INDIAN STATE FEE I

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

Ute YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 1000 FSL 1000 FEL SESE 15 3.0 S 6.0 W U

Top of Uppermost Producing Zone 1000 FSL 1000 FEL SESE 15 3.0 S 6.0 W U

At Total Depth 1000 FSL 1000 FEL SESE 15 3.0 S 6.0 W U

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
DUCHESNE 1000 640

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 11100 TVD: 11100

1900

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

6009 WY3457 Duchesne City / Water Right 43-7295

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

20 13.375 0 - 800 54.5 J-55 LT&C 9.0 Class G 997 1.15 15.8

12.25 9.625 0 - 3550 40.0 N-80 LT&C 9.5 Premium Lite High Strength 513 2.17 12.0

Premium Lite High Strength 425 1.33 14.2

8.75 7 0 - 7800 29.0 P-110 LT&C 10.6 Premium Lite High Strength 267 2.31 12.0

Premium Lite High Strength 122 1.91 12.5

6.125 4.5 7600 - 11100 13.5 P-110 LT&C 10.6 50/50 Poz 177 2.32 12.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME TITLE PHONE

SIGNATURE DATE 05/21/2012 EMAIL

API NUMBER ASSIGNED APPROVAL
43013514330000

Permit Manager

RECEIVED: July 10,

API Well Number: 43013514330000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMB
3-15C6

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI CEDAR RIM

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO

6. NAME OF OPERATOR 7. OPERATOR PHONE
EP ENERGY E&P COMPANY,L.P. 71 3 997-5038

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1001 Louisiana, Houston, TX, 77002 maria.gomez@epenergy.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL, INDIAN, OR1S4

0 62-4724 FEDERAL INDIAN I STATE FEE FEDERAL INDIAN STATE FEE I

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

Ute YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 1000 FSL 1000 FEL SESE 15 3.0 S 6.0 W U

Top of Uppermost Producing Zone 1000 FSL 1000 FEL SESE 15 3.0 S 6.0 W U

At Total Depth 1000 FSL 1000 FEL SESE 15 3.0 S 6.0 W U

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
DUCHESNE 1000 640

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 11100 TVD: 11100

1900

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

6009 WY3457 Duchesne City / Water Right 43-7295

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

20 13.375 0 - 800 54.5 J-55 LT&C 9.0 Class G 997 1.15 15.8

12.25 9.625 0 - 3550 40.0 N-80 LT&C 9.5 Premium Lite High Strength 513 2.17 12.0

Premium Lite High Strength 425 1.33 14.2

8.75 7 0 - 7800 29.0 P-110 LT&C 10.6 Premium Lite High Strength 267 2.31 12.0

Premium Lite High Strength 122 1.91 12.5

6.125 4.5 7600 - 11100 13.5 P-110 LT&C 10.6 50/50 Poz 177 2.32 12.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME TITLE PHONE

SIGNATURE DATE 05/21/2012 EMAIL

API NUMBER ASSIGNED APPROVAL
43013514330000

Permit Manager

RECEIVED: July 10,



RECEIVED: May 21, 2012

 
 

DWR 3-15C6 
Sec. 15, T3S, R6W 

DUCHESNE COUNTY, UT 
 

EL PASO E&P COMPANY, L.P. 
 

DRILLING PROGRAM 
 

1. 
 

Estimated Tops of Important Geologic Markers 

Formation   
Base MSGW   3,422 

Depth 

Green River (GRRV)  3,152’ 
Green River (GRTN1)  3,917’ 
Mahogany Bench  4,852’ 
L. Green River   6,072’ 
Wasatch              7,697’ 
T.D. (Permit)             11,100’ 

 
2. 

 
Estimated Depths of Anticipated Water, Oil, Gas or Mineral Formations: 

Substance   Formation   
 

Depth 

    Green River (GRRV)  3,152’ 
    Green River (GRTN1)  3,917’ 

Mahogany Bench  4,852’ 
Oil    L. Green River              6,072’ 
Oil    Wasatch              7,697’ 
 
 

3. Pressure Control Equipment:
 

 (Schematic Attached) 

A 5.0” by 20.0” rotating head on structural pipe from surface to 800’. A 5.0” by 13 
3/8” Rotating Head from 800’ to 3,550’ on Conductor. A 5M BOP stack, 5M kill 
lines and choke manifold used from 3,550’ to 7,800’. An 11.0”, 10M BOE 
w/rotating head, 10M annular, 3.5 rams, blind rams & mud cross from 7,800’ to 
11,100’.The BOPE and related equipment will meet the requirements of the 5M 
and 10M systems respectively. 
 
OPERATORS MINIMUM SPECIFIC FOR BOPE: 
 
The surface casing will be equipped with a flanged casing head of 5M psi 
working pressure.  An 11” 5M x 11” 10M spool, 11” x 10M psi BOP and  10M psi 
Annular will be nippled up on the surface casing and tested to 250 psi low test / 
3,000 psi high test for 10 minutes each prior to drilling out.  The surface casing 
will be tested to 1,000 psi. for 30 mins.  Intermediate casing will be tested to the 
greater of 1500 psi or 0.22 psi/ft.  The choke manifold equipment, upper Kelly 
cock, floor safety valves will be tested to 10M psi.  The annular preventer will be 
tested to 250 psi low lest and 5,000 psi high test.  The 10M BOP will be installed 

API Well Number: 43013514330000
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API Well Number: 43013514330000

DWR 3-15C6
Sec. 15, T3S, R6W

DUCHESNE COUNTY, UT

EL PASO E&P COMPANY, L.P.

DRILLING PROGRAM

1. Estimated Tops of Important Geologic Markers

Formation Depth
Base MSGW 3,422
Green River (GRRV) 3,152'
Green River (GRTN1) 3,917'
Mahogany Bench 4,852'
L. Green River 6,072'
Wasatch 7,697'
T.D. (Permit) 11,100'

2. Estimated Depths of Anticipated Water, Oil, Gas or Mineral Formations:

Substance Formation Depth

Green River (GRRV) 3,152'
Green River (GRTN1) 3,917'
Mahogany Bench 4,852'

Oil L. Green River 6,072'
Oil Wasatch 7,697'

3. Pressure Control Equipment: (Schematic Attached)

A 5.0" by 20.0" rotating head on structural pipe from surface to 800'. A 5.0" by 13
3/8" Rotating Head from 800' to 3,550' on Conductor. A 5M BOP stack, 5M kill
lines and choke manifold used from 3,550' to 7,800'. An 11.0", 10M BOE
w/rotating head, 10M annular, 3.5 rams, blind rams & mud cross from 7,800' to
11,100'.The BOPE and related equipment will meet the requirements of the 5M
and 10M systems respectively.

OPERATORS MINIMUMSPECIFIC FOR BOPE:

The surface casing will be equipped with a flanged casing head of 5M psi
working pressure. An 11" 5M x 11" 10M spool, 11" x 10M psi BOP and 10M psi
Annular will be nippled up on the surface casing and tested to 250 psi low test /
3,000 psi high test for 10 minutes each prior to drilling out. The surface casing
will be tested to 1,000 psi. for 30 mins. Intermediate casing will be tested to the
greater of 1500 psi or 0.22 psilft. The choke manifold equipment, upper Kelly
cock, floor safety valves will be tested to 10M psi. The annular preventer will be
tested to 250 psi low lest and 5,000 psi high test. The 10M BOP will be installed

RECEIVED: May 21,

API Well Number: 43013514330000

DWR 3-15C6
Sec. 15, T3S, R6W

DUCHESNE COUNTY, UT

EL PASO E&P COMPANY, L.P.

DRILLING PROGRAM

1. Estimated Tops of Important Geologic Markers

Formation Depth
Base MSGW 3,422
Green River (GRRV) 3,152'
Green River (GRTN1) 3,917'
Mahogany Bench 4,852'
L. Green River 6,072'
Wasatch 7,697'
T.D. (Permit) 11,100'

2. Estimated Depths of Anticipated Water, Oil, Gas or Mineral Formations:

Substance Formation Depth

Green River (GRRV) 3,152'
Green River (GRTN1) 3,917'
Mahogany Bench 4,852'

Oil L. Green River 6,072'
Oil Wasatch 7,697'

3. Pressure Control Equipment: (Schematic Attached)

A 5.0" by 20.0" rotating head on structural pipe from surface to 800'. A 5.0" by 13
3/8" Rotating Head from 800' to 3,550' on Conductor. A 5M BOP stack, 5M kill
lines and choke manifold used from 3,550' to 7,800'. An 11.0", 10M BOE
w/rotating head, 10M annular, 3.5 rams, blind rams & mud cross from 7,800' to
11,100'.The BOPE and related equipment will meet the requirements of the 5M
and 10M systems respectively.

OPERATORS MINIMUMSPECIFIC FOR BOPE:

The surface casing will be equipped with a flanged casing head of 5M psi
working pressure. An 11" 5M x 11" 10M spool, 11" x 10M psi BOP and 10M psi
Annular will be nippled up on the surface casing and tested to 250 psi low test /
3,000 psi high test for 10 minutes each prior to drilling out. The surface casing
will be tested to 1,000 psi. for 30 mins. Intermediate casing will be tested to the
greater of 1500 psi or 0.22 psilft. The choke manifold equipment, upper Kelly
cock, floor safety valves will be tested to 10M psi. The annular preventer will be
tested to 250 psi low lest and 5,000 psi high test. The 10M BOP will be installed

RECEIVED: May 21,



RECEIVED: May 21, 2012

 
 

with 3 ½” pipe rams, blind rams, mud cross and rotating head from intermediate 
shoe to TD.  The BOPE will be hydraulically operated. 
 
In addition, the BOP equipment will be tested after running intermediate casing, 
after any repairs to the equipment and at least once every 30 days.  Pipe and 
blind rams will be activated on each trip, annular preventer will be activated 
weekly and weekly BOP drills will be held with each crew. 
 

 

Statement on Accumulator System and Location of Hydraulic 
Controls: 

Precision Rig # 406 is expected to be used to drill the proposed well.  Operations 
will commence after approval of this application.  Manual and/or hydraulic 
controls will be in compliance with 5M and 10M psi systems. 
 
Auxiliary Equipment
 

: 

A) Pason Gas Detector 800’ to TD 
B) Mud logger with gas monitor – 3,550’ to TD 
C) Choke manifold with one manual and one hydraulic operated choke 
D) Full opening floor valve with drill pipe thread 
E) Upper and lower Kelly cock 
F) Shaker, centrifuge and desilter. 

 
4. 

 
Proposed Casing & Cementing Program: 

Please refer to the attached Wellbore Diagram. 
All casing will meet or exceed the following design safety factors: 

• Burst = 1.00 
• Collapse = 1.125 
• Tension = 1.2 (including 100k# overpull) 

 
Cement design calculations will be based on  
 
Cement design calculations will be based on gauge hole volumes plus excess 
(see planned excess below).  Actual volumes pumped will be the planned volume 
on the surface and intermediate sections and caliper plus excess on the 
production section.  
 
Conductor:                100% Excess 
Surface Casing:        100% Excess 
Intermediate Casing: 50% Excess on Lead and 75% Excess on Tail 
Production:                20% Excess over Caliper 

API Well Number: 43013514330000
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API Well Number: 43013514330000

with 3 ½" pipe rams, blind rams, mud cross and rotating head from intermediate
shoe to TD. The BOPE will be hydraulically operated.

In addition, the BOP equipment will be tested after running intermediate casing,
after any repairs to the equipment and at least once every 30 days. Pipe and
blind rams will be activated on each trip, annular preventer will be activated
weekly and weekly BOP drills will be held with each crew.

Statement on Accumulator System and Location of Hydraulic
Controls:

Precision Rig # 406 is expected to be used to drill the proposed well. Operations
will commence after approval of this application. Manual and/or hydraulic
controls will be in compliance with 5M and 10M psi systems.

Auxiliary Equipment:

A) Pason Gas Detector 800' to TD
B) Mud logger with gas monitor - 3,550' to TD
C) Choke manifold with one manual and one hydraulic operated choke
D) Full opening floor valve with drill pipe thread
E) Upper and lower Kelly cock
F) Shaker, centrifuge and desilter.

4. Proposed Casinq & Cementinq Program:

Please refer to the attached Wellbore Diagram.
All casing will meet or exceed the following design safety factors:

• Burst = 1.00
• Collapse = 1.125
· Tension = 1.2 (including 100k# overpull)

Cement design calculations will be based on

Cement design calculations will be based on gauge hole volumes plus excess
(see planned excess below). Actual volumes pumped will be the planned volume
on the surface and intermediate sections and caliper plus excess on the
production section.

Conductor: 100% Excess
Surface Casing: 100% Excess
Intermediate Casing: 50% Excess on Lead and 75% Excess on Tail
Production: 20% Excess over Caliper

RECEIVED: May 21,

API Well Number: 43013514330000

with 3 ½" pipe rams, blind rams, mud cross and rotating head from intermediate
shoe to TD. The BOPE will be hydraulically operated.

In addition, the BOP equipment will be tested after running intermediate casing,
after any repairs to the equipment and at least once every 30 days. Pipe and
blind rams will be activated on each trip, annular preventer will be activated
weekly and weekly BOP drills will be held with each crew.

Statement on Accumulator System and Location of Hydraulic
Controls:

Precision Rig # 406 is expected to be used to drill the proposed well. Operations
will commence after approval of this application. Manual and/or hydraulic
controls will be in compliance with 5M and 10M psi systems.

Auxiliary Equipment:

A) Pason Gas Detector 800' to TD
B) Mud logger with gas monitor - 3,550' to TD
C) Choke manifold with one manual and one hydraulic operated choke
D) Full opening floor valve with drill pipe thread
E) Upper and lower Kelly cock
F) Shaker, centrifuge and desilter.
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Please refer to the attached Wellbore Diagram.
All casing will meet or exceed the following design safety factors:

• Burst = 1.00
• Collapse = 1.125
• Tension = 1.2 (including 100k# overpull)

Cement design calculations will be based on

Cement design calculations will be based on gauge hole volumes plus excess
(see planned excess below). Actual volumes pumped will be the planned volume
on the surface and intermediate sections and caliper plus excess on the
production section.

Conductor: 100% Excess
Surface Casing: 100% Excess
Intermediate Casing: 50% Excess on Lead and 75% Excess on Tail
Production: 20% Excess over Caliper
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5. 

 
Drilling Fluids Program: 

Proposed Mud Program: 
 

Interval Type Mud Weight 
Surface WBM 8.4 – 9.0 

Intermediate WBM 9.0 – 9.5 
Production WBM 9.5 – 10.6 

 
Anticipated mud weights are based on actual offset well bottom-hole pressure 
data.  Mud weights utilized may be somewhat higher to allow for trip margin and 
to provide hole stability for running logs and casing.   
 
Visual mud monitoring equipment will be utilized. 

 
 

6. Evaluation Program
 

: 

Logs: 
Mud Log:  3,550 - TD. 
Open Hole Logs: Gamma Ray, Neutron-Density, Resistivity, Sonic, from base of 
surface casing to TD. 

 
7. 

 
Abnormal Conditions: 

Maximum anticipated bottomhole pressure calculated at 11,100’ TD equals 
approximately 6,118 psi.  This is calculated based on a 0.5512 psi/foot gradient 
(10.6 ppg mud density at TD). 
 
Maximum anticipated surface pressure equals approximately 3,676 psi 
(bottomhole pressure minus the pressure of a partially evacuated hole calculated 
at 0.22 psi/ft). 
 
Maximum anticipated surface pressure based on frac gradient at 7” casing shoe 
is 0.8 psi/ft at 7,800’ = 6,240 psi 
 
BOPE and casing design will be based on the lesser of the two MASPs which is 
3,676 psi. 
 

 
8. OPERATOR REQUESTS THAT THE PROPOSED WELL BE PLACED ON 

CONFIDENTIAL STATUS. 
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5. Drillinq Fluids Program:

Proposed Mud Program:

Interval Type Mud Weight
Surface WBM 8.4 - 9.0

Intermediate WBM 9.0 - 9.5
Production WBM 9.5 - 10.6

Anticipated mud weights are based on actual offset well bottom-hole pressure
data. Mud weights utilized may be somewhat higher to allow for trip margin and
to provide hole stability for running logs and casing.

Visual mud monitoring equipment will be utilized.

6. Evaluation Proqram:

Logs:
Mud Log: 3,550 - TD.
Open Hole Logs: Gamma Ray, Neutron-Density, Resistivity, Sonic, from base of
surface casing to TD.

7. Abnormal Conditions:

Maximum anticipated bottomhole pressure calculated at 11,100' TD equals
approximately 6,118 psi. This is calculated based on a 0.5512 psilfoot gradient
(10.6 ppg mud density at TD).

Maximum anticipated surface pressure equals approximately 3,676 psi
(bottomhole pressure minus the pressure of a partially evacuated hole calculated
at 0.22 psilft).

Maximum anticipated surface pressure based on frac gradient at 7" casing shoe
is 0.8 psilft at 7,800' = 6,240 psi

BOPE and casing design will be based on the lesser of the two MASPs which is
3,676 psi.

8. OPERATOR REQUESTS THAT THE PROPOSED WELL BE PLACED ON
CONFIDENTIAL STATUS.

RECEIVED: May 21,

API Well Number: 43013514330000

5. Drillinq Fluids Program:

Proposed Mud Program:

Interval Type Mud Weight
Surface WBM 8.4 - 9.0

Intermediate WBM 9.0 - 9.5
Production WBM 9.5 - 10.6

Anticipated mud weights are based on actual offset well bottom-hole pressure
data. Mud weights utilized may be somewhat higher to allow for trip margin and
to provide hole stability for running logs and casing.

Visual mud monitoring equipment will be utilized.

6. Evaluation Proqram:

Logs:
Mud Log: 3,550 - TD.
Open Hole Logs: Gamma Ray, Neutron-Density, Resistivity, Sonic, from base of
surface casing to TD.

7. Abnormal Conditions:

Maximum anticipated bottomhole pressure calculated at 11,100' TD equals
approximately 6,118 psi. This is calculated based on a 0.5512 psilfoot gradient
(10.6 ppg mud density at TD).

Maximum anticipated surface pressure equals approximately 3,676 psi
(bottomhole pressure minus the pressure of a partially evacuated hole calculated
at 0.22 psilft).

Maximum anticipated surface pressure based on frac gradient at 7" casing shoe
is 0.8 psilft at 7,800' = 6,240 psi

BOPE and casing design will be based on the lesser of the two MASPs which is
3,676 psi.

8. OPERATOR REQUESTS THAT THE PROPOSED WELL BE PLACED ON
CONFIDENTIAL STATUS.

RECEIVED: May 21,
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Date:
TD:

AFE #:
BHL:

Elevation:
Rig: Spud (est.):

HOLE CASING MUD
LOGS TOPS DEPTH SIZE SIZE WEIGHT

13 3/8" 54.5 J-55 LTC
800 ' MD/TVD

Ute Tribal 1-14C6 SWD 4800' East

12-1/4" 9-5/8" 40 N-80 LTC 8.4 - 9.0 ppg
WBM

Green River (GRRV) 3152'

Base MSGW 3422'

3,550 ' MD/TVD
Mud Log @ 3550' to TD FIT to 0.8 psi/ft

Green River (GRTN1) 3917'

8-3/4" 9.0- 9.5 ppg
 WBM

Quad Combo

7600

TOC @ 7600

7,800 ' MD/TVD
FIT to 0.8 psi/ft

6-1/8" 4 1/2" 13.5 P-110 LTC 9.5 - 10.6 ppg
WBM

Quad Combo

11,100 'MD/TVD

Lower Green River (TGR3) 6072'

Wasatch (W090TU2) 7697'

TOL @

7" 29 P-110 LTC
Mahogany Bench 4852'

7800 & 11 10M BOE w/rotating head, 10M annular, 3.5 rams, blind rams & mud cross from 7800 to TD
MECHANICAL

TOC @ 3050

Correlated Perfs:  2,700' - 3,260'

Drilling Schematic

Company Name: El Paso Exploration & Production January 23, 2012
Well Name: DWR 3-15C6 11,100

Objective Zone(s): Green River, Wasatch 6009'
Precision drilling 406

BOPE Info: 5.0 x 13 3/8 rotating head from 800 to 3550 11 5M BOP stack and 10M kill lines and choke manifold used from 3550 to

Field, County, State: Altamont - Bluebell,     Duchesne,     Utah
Surface Location: Sec 15 T3S R6W 1000' FSL 1000' FEL Straight Hole

API Well Number: 43013514330000
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API Well Number: 43013514330000
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O paSO Production

Drillinq Schematic

Company Name: El Paso Exploration & Production Date: January23, 2012
Well Name: DWR 3-15C6 TD: 11,100

Field, County, State: Altamont -Bluebell, Duchesne, Utah AFE #:
Surface Location: Sec 15 T3S R6W 1000' FSL 1000' FEL BHL: Straight Hole

Objective Zone(s): Green River, Wasatch Elevation: 6009'
Rig: Precision drilling 406 Spud (est.):

BOPE Info: 5.0 x 13 3/8 rotating head from 800 to3550 11 5M BOP stack and 10M kill lines and choke manifoldused from 3550 to
7800 & 11 10M BOE w/rotatinghead, 10M annular, 3.5 rams, blind rams & mud cross from 7800 toTD

MECHANICAL
HOLE CASING MUD

LOGS TOPS DEPTH SIZE SIZE WEIGHT

13 3/8" 54.5 J-55 LTC
800 ' MDITVD

Ute Tribal 1-14C6 SWD 4800' East
Correlated Perfs: 2,700' - 3,260'

12-1/4" 9-5/8" 40 N-80 LTC 8.4 -9.0 ppg
WBM

Green River (GRRV) 3152'

Base MSGW 3422' TCG @3050

3,550 ' MDITVD

Mud Log @3550' to TD FI to 0.8 psilft

Green River (GRTN1) 3917'

8-3/4" 7" 29 P-110 LTC 9.0- 9.5 ppg
Mahogany Bench 4852' WBM

Quad Combo
Lower Green River (TGR3) 6072'

ToL @ 7600

TOC @ 7600

Wasatch (WO90TU2) 7697'

7,800 ' MDITVD

FI to 0.8 psiat

6-1/8" 4 1/2" 13.5 P-110 LTC 9.5 - 10.6 ppg
WBM

Quad Combo

11,100 'MDITVD
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API Well Number: 43013514330000
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O paSO Production

Drillinq Schematic

Company Name: El Paso Exploration & Production Date: January23, 2012
Well Name: DWR 3-15C6 TD: 11,100

Field, County, State: Altamont -Bluebell, Duchesne, Utah AFE #:
Surface Location: Sec 15 T3S R6W 1000' FSL 1000' FEL BHL: Straight Hole

Objective Zone(s): Green River, Wasatch Elevation: 6009'
Rig: Precision drilling 406 Spud (est.):

BOPE Info: 5.0 x 13 3/8 rotating head from 800 to3550 11 5M BOP stack and 10M kill lines and choke manifoldused from 3550 to
7800 & 11 10M BOE w/rotatinghead, 10M annular, 3.5 rams, blind rams & mud cross from 7800 toTD

MECHANICAL
HOLE CASING MUD

LOGS TOPS DEPTH SIZE SIZE WEIGHT

13 3/8" 54.5 J-55 LTC
800 ' MDITVD

Ute Tribal 1-14C6 SWD 4800' East
Correlated Perfs: 2,700' - 3,260'

12-1/4" 9-5/8" 40 N-80 LTC 8.4 -9.0 ppg
WBM

Green River (GRRV) 3152'

Base MSGW 3422' TCG @3050

3,550 ' MDITVD

Mud Log @3550' to TD FI to 0.8 psilft

Green River (GRTN1) 3917'

8-3/4" 7" 29 P-110 LTC 9.0- 9.5 ppg
Mahogany Bench 4852' WBM

Quad Combo
Lower Green River (TGR3) 6072'

ToL @ 7600

TOC @ 7600

Wasatch (WO90TU2) 7697'

7,800 ' MDITVD

FI to 0.8 psiat

6-1/8" 4 1/2" 13.5 P-110 LTC 9.5 - 10.6 ppg
WBM

Quad Combo

11,100 'MDITVD
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CASING PROGRAM
CPLG. BURST TENSION

CONDUCTOR 0 LTC 2,730 1,399

SURFACE 0 LTC 3,090 820

INTERMEDIATE 0 LTC 11,220 797

PRODUCTION LINER 7600 LTC 12,410 338

SACKS EXCESS YIELD

CONDUCTOR 800                                                         Class G + 3% CACL2 997 100%                        15.8 ppg 1.15

SURFACE 513 50% 2.17

425 75% 1.33

INTERMEDIATE 267 10% 2.31

PRODUCTION LINER 177 25% 2.32

FLOAT EQUIPMENT & CENTRALIZERS

CONDUCTOR

SURFACE

INTERMEDIATE

LINER

PROJECT ENGINEER(S):                   Joe Cawthorn 713-420-5929

MANAGER: Scott Palmer

800

7800

Float shoe, 1 joint, float collar.  Thread lock all FE.  Maker joints every 1000'.

PDC drillable guide shoe, 1 joint, PDC drillable float collar.  Thread lock all float equipment.  Install bow 
spring centralizers on the bottom 3 joints of casing.

PDC drillable guide shoe, 1 joint casing, PDC drillable float collar & Stage collar.  Thread lock all float 
equipment.  Install bow spring centralizers on the bottom 3 joints of casing & every 3rd joint thereafter.

PDC drillable 10M,P-110 float shoe, 1 joint, PDC drillable 10M, P-110 float collar. Thread lock all float 
equipment. Maker joint at 6000'.

Tail 1,000

Hallco-Light-Premium+0.2% Econolite+ 
0.3% Versaset+0.2% Halad322+0.8% HR-
5+ 0.3% SuperCBL+ 0.125 lb/sk Poly-E-

Flake

122 10% 12.5 ppg

3,500

Halco- 50/50 Poz Premium Cement+20% 
SSA-1+0.3% Super CBL+ 0.3% Halad-
344+0.3% Halad-413+ 0.2% SCR-100+ 
0.125 lb/sk Poly-E-Flake + 3 lb/sk Silicat

1.91

12.50

3,750

Hallco-Light-Premium+4% Bentonite+0.4% 
Econolite+0.2% Halad322+3 lb/sk Silicalite 
Compacted+0.8% HR-5+ 0.125 lb/sk Poly-

E-Flake

12.0 ppg

1,000
Halco-light premium+3 lb/sk Silicate+0.3% 

Econolite+1% Salt+0.25 lbm/sk Kol-
Seal+0.24 lb/sk Kwik Seal+ HR-5

Tail 14.2 ppg

Lead 12.0 ppg

            

Lead 2,550
Halco-light premium+3 lbm/sk 

Silicate+0.8% Econolite+2% Salt+2 lbm/sk 
Kol-Seal+0.25 lb/sk Kwik Seal

10,680

CEMENT PROGRAM FT. OF FILL DESCRIPTION WEIGHT

7" 29.00 P-110 8,530

4 1/2" 11100 13.50 P-110

9-5/8" 40.00 N-80 5,750

13 3/8" 54.5 J-55 1,140

3550

DRILLING PROGRAM

SIZE INTERVAL WT. GR. COLLAPSE

API Well Number: 43013514330000
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API Well Number: 43013514330000
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DRILLING PROGRAM

CASING PROGRAM

CONDUCTOR 13 3/8" 0 800 54.5 J-55 LTC 2,730 1,140 1,399

SURFACE 9-5/8" 0 3550 40.00 N-80 LTC 3,090 5,750 820

INTERMEDIATE 7" O 7800 29.00 P-110 LTC 11,220 8,530 797

PRODUCTION LINER 4 1/2" 7600 11100 13.50 P-110 LTC 12,410 10,680 338

CONDUCTOR 800 Class G + 3% CACL2 997 100% 15.8 ppg 1.15

Halco-light premium+3 lbm/sk
SURFACE Lead 2,550 Silicate+0.8% Econolite+2% Salt+2 lbm/sk 513 50% 12.0 ppg 2.17

Kol-Seal+0.25 lb/sk Kwik Seal

Halco-light premium+3 lb/sk Silicate+0.3%
Tail 1,000 Econolite+1% Salt+0.25 lbm/sk Kol- 425 75% 14.2 ppg 1.33

Seal+0.24 lb/sk Kwik Seal+ HR-5

Hallco-Light-Premium+4% Bentonite+0.4%
Econolite+0.2% Halad322+3 lb/sk Silicalite

INTERMEDIATE Lead 3,750 Compacted+0.8% HR-5+ 0.125 lb/sk Poly- 267 10% 12.0 ppg 2.31

E-Flake

Hallco-Light-Premium+0.2% Econolite+

Tail 1,000 0.3% Versaset+0.2% Halad322+0.8% HR-
122 10% 12.5 ppg 1.915+ 0.3% SuperCBL+ 0.125 lb/sk Poly-E-

Flake

Halco- 50/50 Poz Premium Cement+20%
SSA-1+0.3% Super CBL+ 0.3% Halad-

PRODUCTION LINER 3,500 344+0.3% Halad-413+ 0.2% SCR-100+ 177 25% 12.50 2.32

0.125 lb/sk Poly-E-Flake + 3 lb/sk Silicat

FLOAT EQUIPMENT & CENTRALIZERS

CONDUCTOR PDC drillable guide shoe, 1 joint, PDC drillable float collar. Thread lock all float equipment. Install bow
spring centralizers on the bottom 3 joints of casing.

SURFACE PDC drillable guide shoe, 1 jointcasing, PDC drillable float collar & Stage collar. Thread lock all float
equipment. Install bow spring centralizers on the bottom 3 joints of casing & every 3rd jointthereafter.

INTERMEDIATE PDC drillable 10M,P-110 foat shoe, 1 joint, PDC drillable 10M, P-110 float collar. Thread lock all Boat
equipment. Maker joint at 6000'.

LINER Float shoe, 1 joint, float collar. Thread lock all FE. Maker joints every 1000'.

PROJECT ENGINEER(S): Joe Cawthorn 713-420-5929

MANAGER: Scott Palmer

RECEIVED: May 21,

API Well Number: 43013514330000
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DRILLING PROGRAM

CASING PROGRAM

CONDUCTOR 13 3/8" 0 800 54.5 J-55 LTC 2,730 1,140 1,399

SURFACE 9-5/8" 0 3550 40.00 N-80 LTC 3,090 5,750 820

INTERMEDIATE 7" O 7800 29.00 P-110 LTC 11,220 8,530 797

PRODUCTION LINER 4 1/2" 7600 11100 13.50 P-110 LTC 12,410 10,680 338

CONDUCTOR 800 Class G + 3% CACL2 997 100% 15.8 ppg 1.15

Halco-light premium+3 lbm/sk
SURFACE Lead 2,550 Silicate+0.8% Econolite+2% Salt+2 lbm/sk 513 50% 12.0 ppg 2.17

Kol-Seal+0.25 lb/sk Kwik Seal

Halco-light premium+3 lb/sk Silicate+0.3%
Tail 1,000 Econolite+1% Salt+0.25 lbm/sk Kol- 425 75% 14.2 ppg 1.33

Seal+0.24 lb/sk Kwik Seal+ HR-5

Hallco-Light-Premium+4% Bentonite+0.4%
Econolite+0.2% Halad322+3 lb/sk Silicalite

INTERMEDIATE Lead 3,750 Compacted+0.8% HR-5+ 0.125 lb/sk Poly- 267 10% 12.0 ppg 2.31

E-Flake

Hallco-Light-Premium+0.2% Econolite+

Tail 1,000 0.3% Versaset+0.2% Halad322+0.8% HR-
122 10% 12.5 ppg 1.915+ 0.3% SuperCBL+ 0.125 lb/sk Poly-E-

Flake

Halco- 50/50 Poz Premium Cement+20%
SSA-1+0.3% Super CBL+ 0.3% Halad-

PRODUCTION LINER 3,500 344+0.3% Halad-413+ 0.2% SCR-100+ 177 25% 12.50 2.32

0.125 lb/sk Poly-E-Flake + 3 lb/sk Silicat

FLOAT EQUIPMENT & CENTRALIZERS

CONDUCTOR PDC drillable guide shoe, 1 joint, PDC drillable float collar. Thread lock all float equipment. Install bow
spring centralizers on the bottom 3 joints of casing.

SURFACE PDC drillable guide shoe, 1 jointcasing, PDC drillable float collar & Stage collar. Thread lock all float
equipment. Install bow spring centralizers on the bottom 3 joints of casing & every 3rd jointthereafter.

INTERMEDIATE PDC drillable 10M,P-110 foat shoe, 1 joint, PDC drillable 10M, P-110 float collar. Thread lock all Boat
equipment. Maker joint at 6000'.

LINER Float shoe, 1 joint, float collar. Thread lock all FE. Maker joints every 1000'.

PROJECT ENGINEER(S): Joe Cawthorn 713-420-5929

MANAGER: Scott Palmer
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API Well Number: 43013514330000
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API Well Number: 43013514330000

EL PASO E&P COMPANY, L.P.
DWR 3-15C6

SECTION 15, T3S, R6W, U.S.B.&M.

PROCEED WEST ON PAVED STATE HIGHWAY 40 FROM THE
INTERSECTION OF HIGHWAY 87 WITH U.S. HIGHWAY 40 IN DUCHESNE,
UTAH APPROXIMATELY 6.7 MILES TO AN INTERSECTION;

TURN RIGHT AND TRAVEL EAST AND THEN NORTH ON PAVED
COUNTY ROAD 1.24 MILES TO AN INTERSECTION;

TURN LEFT AND TRAVEL WEST ON GRAVEL ROAD 1.72 MILES TO AN
INTERSECTION;

TURN NORTH AND TRAVEL 0.82 MILES ON GRAVEL ROAD TO AN
INTERSECTION;

TURN RIGHT AND TRAVEL EAST 0.11 MILES ON GRAVEL ROAD TO
THE BEGINNING OF THE ACCESS ROAD;

FOLLOW ROAD FLAGS NORTH APPROXIMATELY 0.01 MILES TO THE
PROPOSED LOCATION;

TOTAL DISTANCE FROM DUCHESNE, UTAH TO THE PROPOSED WELL
LOCATION IS APPROXIMATELY 10.60

API Well Number: 43013514330000

EL PASO E&P COMPANY, L.P.
DWR 3-15C6

SECTION 15, T3S, R6W, U.S.B.&M.

PROCEED WEST ON PAVED STATE HIGHWAY 40 FROM THE
INTERSECTION OF HIGHWAY 87 WITH U.S. HIGHWAY 40 IN DUCHESNE,
UTAH APPROXIMATELY 6.7 MILES TO AN INTERSECTION;

TURN RIGHT AND TRAVEL EAST AND THEN NORTH ON PAVED
COUNTY ROAD 1.24 MILES TO AN INTERSECTION;

TURN LEFT AND TRAVEL WEST ON GRAVEL ROAD 1.72 MILES TO AN
INTERSECTION;

TURN NORTH AND TRAVEL 0.82 MILES ON GRAVEL ROAD TO AN
INTERSECTION;

TURN RIGHT AND TRAVEL EAST 0.11 MILES ON GRAVEL ROAD TO
THE BEGINNING OF THE ACCESS ROAD;

FOLLOW ROAD FLAGS NORTH APPROXIMATELY 0.01 MILES TO THE
PROPOSED LOCATION;

TOTAL DISTANCE FROM DUCHESNE, UTAH TO THE PROPOSED WELL
LOCATION IS APPROXIMATELY 10.60
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API Well Number: 43013514330000

EL PASO E & P COMPANY,L.P. F/GURE /7LOCATION LAYOUTFOR
DWR 3- 15C6

SECTION 15, TJS, R6W, U.S.B.&M.
1000' FSL, 1000' FEL

SCALE:1"=80
0 80 :P

6 7
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ACCESS ROAD
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J2' Û-8.9' 200' C- 1 1. 1'C-8.0'
STA 0+00

L I;Âg *sa, APPROX TOP OF
. O o CUT SLOPE

No 5 #,

JERRY D. ALLRED& ASSOCIATES
SURVEYlNG CONSULTANTS

1235 NORTH 700 EAST--P.O. BOX 975
OUCHE5NE,UTAH 8402110 NOV 2009 01- 128- 1 18 (435)
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API Well Number: 43013514330000

EL PASO E & P COMPANY, L.P. F/GURE /2LOCATIONLAYOUTFOR
DPVRJ-15C6

SECTION 15, TJS, R6W, U.S.B.&M.
1000' FSL, 1000' FEL

X-SECTION
SCALE

1"=80'
I

NOTE:ALL CUT/F/LL
SLOPES ARE 1½: 1 y 82' 200
UNLESS OTHERWISE I INOTED

LOCATION SURFACE

oo

OCATION SURFACE

1 10' 32' 200

EX/STINGGROUND
LOCATION SURFACE

Cyr FILL

STA 2+00

32' 200
ExlSTING GROUWD

STA 0+00

APPROX/MATE YAROAGES
TOTALCUT (/NCLUDING P/T) = 20, 139 CU. YDS.

AL LPIT CUT = 4850 CU. YDS.
TOPSO/L STR/PRING: (6") = 2662 CU. YDS.
REMAININGLOCATIONCUT = 12,627 CU. YDS

TOTALFlLL = 10,610 CU. YDS.

JERRY D. ALLRED& ASSOCIATES
SURVEYlNG CONSULTANTSo 1235 NORTH 700 EAST--P.0. BOX 975

DUCHESNE,UTAH 8402110 NOV 2009 01-128-118 (435)
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TOTALFlLL = 10,610 CU. YDS.
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DUCHESNE,UTAH 8402110 NOV 2009 01-128-118 (435)
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FOUND P/PE AT
QUARTERCORNER

-- N 89 59'20" E
DWR PROPERTY

ELPASO E & P COMPANY, L.P.
SURFACE USE AREA
OWL AND HAWK4-2985 EX/STING ROAD4.80 ACRES

PROPOSED 66° WIDE -y,

ACCESS RD4D, PIPELINE, y& POWER LINE RIGHT- "I' N 4,OF-WAY CORRIDOR \ 7,

CENTERLINEBEARS e-
N 00°01°16" W 19.09°

SEC 15 SEC 14

S 89°16 33" W 266 1.45 SEC 2 ÈC 23
FOUND COUNTY MONUMENT
AT QUARTER CORNER EOUND COUNTY MONUMENT

AT SECTION CORNER

EX/STING ROAD

THE BAS/S OF BEARINGS IS GEODET/C NORTH DERIVEO
NORTH FROM G.P.S. OÐSERVATIONSAT THE SW CORNER OF

SECTION 21 LOCATEDAT I.AT 40 11'52.734"N AND
LONG 110°J439.7501¥ USING THE UTAH STATE
G.P.S. VIRTUALREFERENCE STATION CONTROL
NETWORKMAINTAINEDAND OPERATED BY THE

SCALE: 1-500' AUTOMATEDGEOGRAPHICREFERENCECENTER

O'
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API Well Number: 43013514330000

LOCATIONSURFACE USE AREA &
ACCESS ROAD, P/PEL/NE,AND POWER LINE R/GHT-OF-WAY

SURVEY FOR
EL PASO E & P COMPANY, L.P.

DWR J- 15C6
SECTION 15, TOWNSHIP J SOUTH, RANGE 6 WEST

U/NTAH SPEC/AL BASE AND MERIDIAN

USE AREA BOUNDARY

Commenc¡ng at the Southeast Corner of Section 15, Township J South, Range 6 West of the
Uintah Special Bose and Meridion;
Thence North 44 34'] 1" West 1070.30 feet to the TRUE POINT OF BEGINNING;
Thence South 89 59'20" West 475.00 feet;
Thence North 00 00'40" West 440.00 feet;
Thence North 89 59'20" East 475,00 feet:
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ACCESS ROAD, P/PELINE, AND POWER LINE CORRIDOR R/GHT-OF-WAY
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suRVEYOR'S CERT/F/CATE

This is to certify that this plat was prepared from the field notes and
electron¡c dota collector files of an actual survey made by me, or under
my personal supervision, of the use oreo, access road, pipeline, and AI. L 4
power /¡ne corridor right-of-way shown hereon, and that the monuments ,r"indicoted were found or set during said survey, and that this plot /
accurately represents said survey to the best of my knowledge. f

: No 1 9

Jerry D. Allred, Professional Land Surveyor,
Certificate 148951 (Utah)
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AFFIDAVIT OF EASEMENT LEASE AGREEMENT

Lauren A. Williams personally appeared before me, and, being duly sworn, deposes and says:

1. My name is Lauren A. Williams. I am a Landman for El Paso E&P Company, L.P.,
whose address is 1001 Louisiana Street, Houston, Texas 77002 ("El Paso").

2. El Paso is the operator of the proposed DWR 3-15C6 well ("the Well") to be located in
the SE/4 of the SE/4 of Section 15, Township 3 South, Range 6 West, USM, Duchesne
County, Utah (the "Drillsite Location"). The surface owner of the Drillsite location is the
State of Utah Department of Natural Resources, Division of Wildlife Resources whose
address is 1099 18 Street, Suite 1900, Denver, Colorado 80202 and whose telephone
number is 801-538-4744 (the "Surface Owner").

3. El Paso and the Surface Owner have entered into an Easement Lease Agreement dated
April 27, 2012 for an access road, pipeline and power line corridor across the SE/4 of
Section 15 and the NE/4 of Section 22, Township 3 South, Range 6 West, USM,
Duchesne County, Utah and to cover any and all injuries or damages of every character
and description sustained by the Surface Owner or Surface Owner's property as a result
of operations associated with the drilling of the Well.

FURTHER AFFIANT SAYETH NOT.

Lauren A. Williams

ACKNOWLEDGMENT

STATEOFTEXAS §
§

COUNTY OF HARRIS §

This instrument was acknowledged before me on this the day of i
,

2012 by Lauren A. Williams as a Landman for EL PASO E&P COMPANY, L.P., a Delaware
limited partnership, on behalf of said partnership and acknowledged to me that he executed the
same as his own free and voluntary act and deed for the uses and purposes therein set forth.

Notary Pec.stateof Texas Notary Public in and fór St'ate of TexasMy Cornrrassion Expires
'A S' August 03,

API Well Number: 43013514330000

AFFIDAVIT OF EASEMENT LEASE AGREEMENT

Lauren A. Williams personally appeared before me, and, being duly sworn, deposes and says:

1. My name is Lauren A. Williams. I am a Landman for El Paso E&P Company, L.P.,
whose address is 1001 Louisiana Street, Houston, Texas 77002 ("El Paso").

2. El Paso is the operator of the proposed DWR 3-15C6 well ("the Well") to be located in
the SE/4 of the SE/4 of Section 15, Township 3 South, Range 6 West, USM, Duchesne
County, Utah (the "Drillsite Location"). The surface owner of the Drillsite location is the
State of Utah Department of Natural Resources, Division of Wildlife Resources whose
address is 1099 18 Street, Suite 1900, Denver, Colorado 80202 and whose telephone
number is 801-538-4744 (the "Surface Owner").

3. El Paso and the Surface Owner have entered into an Easement Lease Agreement dated
April 27, 2012 for an access road, pipeline and power line corridor across the SE/4 of
Section 15 and the NE/4 of Section 22, Township 3 South, Range 6 West, USM,
Duchesne County, Utah and to cover any and all injuries or damages of every character
and description sustained by the Surface Owner or Surface Owner's property as a result
of operations associated with the drilling of the Well.

FURTHER AFFIANT SAYETH NOT.

Lauren A. Williams

ACKNOWLEDGMENT

STATEOFTEXAS §
§

COUNTY OF HARRIS §

This instrument was acknowledged before me on this the day of i
,

2012 by Lauren A. Williams as a Landman for EL PASO E&P COMPANY, L.P., a Delaware
limited partnership, on behalf of said partnership and acknowledged to me that he executed the
same as his own free and voluntary act and deed for the uses and purposes therein set forth.

Notary Pec.stateof Texas Notary Public in and fór St'ate of TexasMy Cornrrassion Expires
'A S' August 03,



RECEIVED: May 21, 2012

Application for Permit to Drill – State DOGM 
DWR 3-15C6 
Duchesne County, Utah 
 
 
EL PASO E&P COMPANY, L.P. 
 

 
Related Surface Information 

1. 
• Livestock Grazing and Oil and Gas Production. 
Current Surface Use: 

 
2. Proposed Surface Disturbance:

• The road will be crown and ditch.  Water wings will be constructed on the access road as needed. 
   

• The topsoil will be windrowed and re-spread in the borrow area. 
• New road to be constructed will be approximately .01 miles in length and 66 feet wide. 
• All equipment and vehicles will be confined to the access road, pad and area specified in the APD. 

 
3. 

• Existing oil, gas wells within one (1) mile radius of proposed well are provided in EXHIBIT C. 
Location Of Existing Wells: 

 
 

4. 
• Drilling water:  Duchesne City Water/Water Right 43-7295 
Location And Type Of Drilling Water Supply: 

 
      

5. 
• There are no existing facilities that will be utilized for this well. 
Existing/Proposed Facilities For Productive Well: 

• A pipeline corridor .01 miles will parallel the proposed access road.  The corridor will contain one 4 inch gas line 
and one 2 inch gas line and one 2 inch Salt Water disposal line.  Rehabilitation of unneeded, previously disturbed 
areas will consist of backfilling and contouring the reserve pit area; backsloping and contouring all cut and fill 
slopes.  These areas will be reseeded.  Refer to plans for reclamation of surface for details. 

• Upgrade and maintain access roads and drainage control structures (e.g., culverts, drainage dips, ditching, etc.) as 
necessary to prevent soil erosion and accommodate safe, year-round traffic. 

 
6. 

• Native soil from road and location will be used for construction materials along with gravel and/or scoria road base 
material.  In the event that conditions should necessitate graveling of all or part of the access road and location, 
surfacing materials will be purchased from commercial suppliers in the marketing area. 

Construction Materials: 

 
7. 

• The reserve pit will be designed to prevent the collection of surface runoff and will be constructed with a minimum 
of ½ the total depth below the original ground surface on the lowest point with the pit.  The pit will be lined with a 
20-mil polyethylene to prevent leakage of fluids.  The liner will be rolled into place and secured at the ends, i.e. 
buried on top of the pit berms.  Prior to use, the reserve pit will be fenced on three sides; the fourth side will be 
fenced at the time the rig is removed.  Drilling fluids, cuttings and produced water will be contained in the reserve 
pit (trash will be place in the trash cage).  Fluids in the reserve pit will be allowed to evaporate prior to pit burial. 

Methods For Handling Waste Disposal: 

• Garbage and other trash will be contained in the portable trash cage and hauled off the location to an authorized 
disposal site.  Any trash on the pad will be cleaned up prior to the rig moving off location and hauled to an 
authorized disposal site. 

• Sewage will be handled in Portable Toilets. 
• Produced water will be placed in the reserve pit for a period not to exceed ninety days after initial production.  Any 

hydrocarbons produced during completion work will be contained in test tanks and removed from the location at a 
later date. 

• Water from the reserve pit may be used for drilling of additional wells.  The water will be trucked along access 
roads as approved in pertinent APD’s 

 
8. Ancillary Facilities:

• There will be no ancillary facilities associated with this project. 
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Application for Permit to Drill -- State DOGM
DWR 3-15C6
Duchesne County, Utah

EL PASO E&P COMPANY, L.P.

Related Surface Information

1. Current Surface Use:
• Livestock Grazing and Oil and Gas Production.

2. Proposed Surface Disturbance:
• The road will be crown and ditch. Water wings will be constructed on the access road as needed.
• The topsoil will be windrowed and re-spread in the borrow area.
• New road to be constructed will be approximately .01 miles in length and 66 feet wide.
• All equipment and vehicles will be confined to the access road, pad and area specified in the APD.

3. Location Of Existinq Wells:
• Existing oil, gas wells within one (1) mile radius of proposed well are provided in EXHIBIT C.

4. Location And Type Of Drillinq Water Supply:
• Drillingwater: Duchesne City Water/Water Right 43-7295

5. ExistinqlProposed Facilities For Productive Well:
• There are no existing facilities that will be utilized for this well.
• A pipeline corridor .01 miles will parallel the proposed access road. The corridor will contain one 4 inch gas line

and one 2 inch gas line and one 2 inch Salt Water disposal line. Rehabilitation of unneeded, previously disturbed
areas will consist of backfilling and contouring the reserve pit area; backsloping and contouring all cut and fill
slopes. These areas will be reseeded. Refer to plans for reclamation of surface for details.

• Upgrade and maintain access roads and drainage control structures (e.g., culverts, drainage dips, ditching, etc.) as
necessary to prevent soil erosion and accommodate safe, year-round traffic.

6. Construction Materials:
• Native soil from road and location will be used for construction materials along with gravel and/or scoria road base

material. In the event that conditions should necessitate graveling of all or part of the access road and location,
surfacing materials will be purchased from commercial suppliers in the marketing area.

7. Methods For Handlinq Waste Disposal:
• The reserve pit will be designed to prevent the collection of surface runoff and will be constructed with a minimum

of ½ the total depth below the original ground surface on the lowest point with the pit. The pit will be lined with a
20-mil polyethylene to prevent leakage of fluids. The liner will be rolled into place and secured at the ends, i.e.
buried on top of the pit berms. Prior to use, the reserve pit will be fenced on three sides; the fourth side will be
fenced at the time the rig is removed. Drilling fluids, cuttings and produced water will be contained in the reserve
pit (trash will be place in the trash cage). Fluids in the reserve pit will be allowed to evaporate prior to pit burial.

• Garbage and other trash will be contained in the portable trash cage and hauled off the location to an authorized
disposal site. Any trash on the pad will be cleaned up prior to the rig moving off location and hauled to an
authorized disposal site.

• Sewage will be handled in Portable Toilets.
• Produced water will be placed in the reserve pit for a period not to exceed ninety days after initial production. Any

hydrocarbons produced during completion work will be contained in test tanks and removed from the location at a
later date.

• Water from the reserve pit may be used for drilling of additional wells. The water will be trucked along access
roads as approved in pertinent APD's

8. Ancillary Facilities:
• There will be no ancillary facilities associated with this project.
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slopes. These areas will be reseeded. Refer to plans for reclamation of surface for details.

• Upgrade and maintain access roads and drainage control structures (e.g., culverts, drainage dips, ditching, etc.) as
necessary to prevent soil erosion and accommodate safe, year-round traffic.

6. Construction Materials:
• Native soil from road and location will be used for construction materials along with gravel and/or scoria road base

material. In the event that conditions should necessitate graveling of all or part of the access road and location,
surfacing materials will be purchased from commercial suppliers in the marketing area.

7. Methods For Handlinq Waste Disposal:
• The reserve pit will be designed to prevent the collection of surface runoff and will be constructed with a minimum

of ½ the total depth below the original ground surface on the lowest point with the pit. The pit will be lined with a
20-mil polyethylene to prevent leakage of fluids. The liner will be rolled into place and secured at the ends, i.e.
buried on top of the pit berms. Prior to use, the reserve pit will be fenced on three sides; the fourth side will be
fenced at the time the rig is removed. Drilling fluids, cuttings and produced water will be contained in the reserve
pit (trash will be place in the trash cage). Fluids in the reserve pit will be allowed to evaporate prior to pit burial.

• Garbage and other trash will be contained in the portable trash cage and hauled off the location to an authorized
disposal site. Any trash on the pad will be cleaned up prior to the rig moving off location and hauled to an
authorized disposal site.

• Sewage will be handled in Portable Toilets.
• Produced water will be placed in the reserve pit for a period not to exceed ninety days after initial production. Any

hydrocarbons produced during completion work will be contained in test tanks and removed from the location at a
later date.

• Water from the reserve pit may be used for drilling of additional wells. The water will be trucked along access
roads as approved in pertinent APD's

8. Ancillary Facilities:
• There will be no ancillary facilities associated with this project.
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9. 
Backfilling of the pits will be done when dry.  In the event of a dry hole, the location will be re-contoured, the topsoil will 
be distributed evenly over the entire location, and the seedbed prepared. 

Surface Reclamation Plans: 

• Seed will be planted after September 15th, and prior to ground frost, or seed will be planted after the frost has left 
and before May 15th.  Slopes to steep for machinery will be hand broadcast and raked with twice the specified 
amount of seed. 

 
1. The construction program and design are on the attached cut, fill and cross sectional       diagrams. 
2. Prior to construction, all topsoil will be removed from the entire site and stockpiled.  Topsoil for this site is 

the first 6 inches of soil materials. 
3. After the location has been reshaped and after redistributing the topsoil, the operator will rip and scarify 

the drilling platform and access road on the contour, to a depth of at least 12 inches. 
 

• Rehabilitation will begin upon the completion of the drilling.  Complete rehabilitation will depend on weather 
conditions and the amount of time required to dry the reserve pit. 

 
1. All rehabilitation work including seeding will be completed as soon as weather and the reserve pit 

conditions are appropriate. 
2. Landowner will be contacted for rehabilitation requirements. 

 
10. 

State of Utah 
Surface Ownership: 

Department of Natural Resources 
Division of Wildlife Resources 
1099 18th Street, Suite 1900 
Denver, Colorado 80202 
801-538-4744 
 

  Other Information:
• The surface soil consists of clay, and silt. 

  

• Flora – vegetation consists of the following: Sagebrush, Juniper and prairie grasses. 
• Fauna – antelope, deer, coyotes, raptors, small mammals, and domestic grazing animals. 
• Current surface uses – Livestock grazing and mineral exploration and production.  

 
• Operator and Contact Persons:  

Construction and Reclamation: 
El Paso E & P Company  El Paso E & P Company 

Regarding This APD 

Wayne Garner    Maria S. Gomez 
PO Box 410    1001 Louisiana, Rm 2730D 
Altamont, Utah 84001   Houston, Texas  77002 
435-454-3394 – Office   713-420-5038 – Office 
435-823-1490 – Cell  
 

El Paso E & P Company 
Drilling   

Joe Cawthorn – Drilling Engineer 
1001 Louisiana, Rm 2523B 
Houston, Texas 77002 
713-420-5929 – office   
832-465-2882 – Cell  
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9. Surface Reclamation Plans:
Backfilling of the pits will be done when dry. In the event of a dry hole, the location will be re-contoured, the topsoil will
be distributed evenly over the entire location, and the seedbed prepared.
• Seed will be planted after September 15th,and prior to ground frost, or seed will be planted after the frost has left

and before May 15th. Slopes to steep for machinery will be hand broadcast and raked with twice the specified
amount of seed.

1. The construction program and design are on the attached cut, filland cross sectional diagrams.
2. Prior to construction, all topsoil will be removed from the entire site and stockpiled. Topsoil for this site is

the first 6 inches of soil materials.
3. After the location has been reshaped and after redistributing the topsoil, the operator will rip and scarify

the drilling platform and access road on the contour, to a depth of at least 12 inches.

• Rehabilitation will begin upon the completion of the drilling. Complete rehabilitation will depend on weather
conditions and the amount of time required to dry the reserve pit.

1. All rehabilitation work including seeding will be completed as soon as weather and the reserve pit
conditions are appropriate.

2. Landowner will be contacted for rehabilitation requirements.

10. Surface Ownership:
State of Utah
Department of Natural Resources
Division of Wildlife Resources
1099 18thStreet, Suite 1900
Denver, Colorado 80202
801-538-4744

Other Information:
• The surface soil consists of clay, and silt.
• Flora - vegetation consists of the following: Sagebrush, Juniper and prairie grasses.
• Fauna - antelope, deer, coyotes, raptors, small mammals, and domestic grazing animals.
• Current surface uses - Livestock grazing and mineral exploration and production.

• Operator and Contact Persons:
Construction and Reclamation: Regardinq This APD
El Paso E & P Company El Paso E & P Company
Wayne Garner Maria S. Gomez
PO Box 410 1001 Louisiana, Rm 2730D
Altamont, Utah 84001 Houston, Texas 77002
435-454-3394 - Office 713-420-5038 - Office
435-823-1490 - Cell

Drillinq
El Paso E & P Company
Joe Cawthorn - Drilling Engineer
1001 Louisiana, Rm 2523B
Houston, Texas 77002
713-420-5929 - office
832-465-2882 - Cell
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9. Surface Reclamation Plans:
Backfilling of the pits will be done when dry. In the event of a dry hole, the location will be re-contoured, the topsoil will
be distributed evenly over the entire location, and the seedbed prepared.
• Seed will be planted after September 15th,and prior to ground frost, or seed will be planted after the frost has left

and before May 15th. Slopes to steep for machinery will be hand broadcast and raked with twice the specified
amount of seed.

1. The construction program and design are on the attached cut, filland cross sectional diagrams.
2. Prior to construction, all topsoil will be removed from the entire site and stockpiled. Topsoil for this site is

the first 6 inches of soil materials.
3. After the location has been reshaped and after redistributing the topsoil, the operator will rip and scarify

the drilling platform and access road on the contour, to a depth of at least 12 inches.

• Rehabilitation will begin upon the completion of the drilling. Complete rehabilitation will depend on weather
conditions and the amount of time required to dry the reserve pit.

1. All rehabilitation work including seeding will be completed as soon as weather and the reserve pit
conditions are appropriate.

2. Landowner will be contacted for rehabilitation requirements.

10. Surface Ownership:
State of Utah
Department of Natural Resources
Division of Wildlife Resources
1099 18thStreet, Suite 1900
Denver, Colorado 80202
801-538-4744

Other Information:
• The surface soil consists of clay, and silt.
• Flora - vegetation consists of the following: Sagebrush, Juniper and prairie grasses.
• Fauna - antelope, deer, coyotes, raptors, small mammals, and domestic grazing animals.
• Current surface uses - Livestock grazing and mineral exploration and production.

• Operator and Contact Persons:
Construction and Reclamation: Regardinq This APD
El Paso E & P Company El Paso E & P Company
Wayne Garner Maria S. Gomez
PO Box 410 1001 Louisiana, Rm 2730D
Altamont, Utah 84001 Houston, Texas 77002
435-454-3394 - Office 713-420-5038 - Office
435-823-1490 - Cell

Drillinq
El Paso E & P Company
Joe Cawthorn - Drilling Engineer
1001 Louisiana, Rm 2523B
Houston, Texas 77002
713-420-5929 - office
832-465-2882 - Cell
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ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining 

Operator EP ENERGY E&P COMPANY, L.P. 
Well Name DWR 3-15C6
API Number 43013514330000 APD No 5 9 9 3 Field/Unit CEDAR RIM
Location: 1/4,1/4 SESE       Sec   15   T w  3.0S    Rng  6.0W    1000   FSL   1000   FEL
GPS Coord (UTM) 538849   4451756 Surface Owner
 

Participants
Jared Thacker (E&P Energy); Chad Shaw (EPE Houston); Orion Mitchell (EPE Energy); Ryan Allred
(Allred Survey); Cameron Wilkerson (El Paso); Dennis Ingram (DOGM)

 

Regional/Local Setting & Topography
General  area is  the vast  pinion-juniper  forest  and open shrub-grass lands west  of  Duchesne,
Utah. Highway 40. The Strawberry River is to the south and Starvation Reservoir to the east.
Rabbit Gulch is the principal drainage in the area, and drains into Starvation Reservoir in a
easterly fashion. The area is  characterized by gentle to moderately sloping pinion-juniper
forest lands with frequent  openings dominated by sagebrush or  greasewood.  There are
numerous secondary drainages occurring in the region which crate gentle slopes or hil ls  with
steep rocky out-crops.  Flats contain deep sandy loam soils  that  are quite productive.  Much of
the area has been subdivided with numerous scat tered dwell ing type structures varying from
camp type trai lers  to constructed year-round dwell ings.

 

Surface Use Plan
Current Surface Use
Deer Winter Range
Recreational

 

New Road
Miles

Well Pad Src Const Material Surface Formation

0 .01 Width 342    Length  4 2 5 Onsi te UNTA
 

Ancillary Facilities  N
 

Waste Management Plan Adequate? Y
 

Environmental Parameters
Affected Floodplains and/or Wetlands  N

 

Flora / Fauna
Old pinion juniper area, either been railed or burned fro wildlife use, some juniper
standing,  winter fat  and other browse and forbs for mule deer,  primary winter range,
prairie grass; 

Primary mule deer winter range3, also elk range, mountain lion, black bear, coyote, fox,
rabbit ,  and other smaller  mammals and birds native to region.

 

Soil Type and Characteristics
 

Erosion Issues  Y
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ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator EP ENERGY E&P COMPANY, L.P.
Well Name DWR 3-15C6
API Number 43013514330000 APD No 5993 Field/Unit CEDAR RIM
Location: 1/4,1/4 SESE Sec 15 Tw 3.0S Rng 6.0W 1000 FSL 1000 FEL
GPS Coord (UTM) 538849 4451756 Surface Owner

Participants
Jared Thacker (E&P Energy); Chad Shaw (EPE Houston); Orion Mitchell (EPE Energy); Ryan Allred
(Allred Survey); Cameron Wilkerson (El Paso); Dennis Ingram (DOGM)

Regional/Local Setting & Topography
General area is the vast pinion-juniper forest and open shrub-grass lands west of Duchesne,
Utah. Highway 40. The Strawberry River is to the south and Starvation Reservoir to the east.
Rabbit Gulch is the principal drainage in the area, and drains into Starvation Reservoir in a
easterly fashion. The area is characterized by gentle to moderately sloping pinion-juniper
forestlands with frequent openings dominated by sagebrush or greasewood. There are
numerous secondary drainages occurring in the region which crate gentle slopes or hills with
steep rocky out-crops. Flats contain deep sandy loam soils that are quite productive. Much of
the area has been subdivided with numerous scattered dwelling type structures varying from
camp type trailers to constructed year-round dwellings.

Surface Use Plan
Current Surface Use
Deer Winter Range
Recreational

New Road Well Pad Src Const Material Surface Formation
Miles
0.01 Width 342 Length 425 Onsite UNTA

Ancillary Facilities N

Waste Management Plan Adequate? Y

Environmental Parameters
Affected Floodplains and/or Wetlands N

Flora / Fauna
Old pinion juniper area, either been railed or burned fro wildlife use, some juniper
standing, winter fat and other browse and forbs for mule deer, primary winter range,
prairie grass;

Primary mule deer winter range3, also elk range, mountain lion, black bear, coyote, fox,
rabbit, and other smaller mammals and birds native to region.

Soil Type and Characteristics

Erosion Issues Y
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API Well Number: 43013514330000

ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator EP ENERGY E&P COMPANY, L.P.
Well Name DWR 3-15C6
API Number 43013514330000 APD No 5993 Field/Unit CEDAR RIM
Location: 1/4,1/4 SESE Sec 15 Tw 3.0S Rng 6.0W 1000 FSL 1000 FEL
GPS Coord (UTM) 538849 4451756 Surface Owner

Participants
Jared Thacker (E&P Energy); Chad Shaw (EPE Houston); Orion Mitchell (EPE Energy); Ryan Allred
(Allred Survey); Cameron Wilkerson (El Paso); Dennis Ingram (DOGM)

Regional/Local Setting & Topography
General area is the vast pinion-juniper forest and open shrub-grass lands west of Duchesne,
Utah. Highway 40. The Strawberry River is to the south and Starvation Reservoir to the east.
Rabbit Gulch is the principal drainage in the area, and drains into Starvation Reservoir in a
easterly fashion. The area is characterized by gentle to moderately sloping pinion-juniper
forestlands with frequent openings dominated by sagebrush or greasewood. There are
numerous secondary drainages occurring in the region which crate gentle slopes or hills with
steep rocky out-crops. Flats contain deep sandy loam soils that are quite productive. Much of
the area has been subdivided with numerous scattered dwelling type structures varying from
camp type trailers to constructed year-round dwellings.

Surface Use Plan
Current Surface Use
Deer Winter Range
Recreational

New Road Well Pad Src Const Material Surface Formation
Miles
0.01 Width 342 Length 425 Onsite UNTA

Ancillary Facilities N

Waste Management Plan Adequate? Y

Environmental Parameters
Affected Floodplains and/or Wetlands N

Flora / Fauna
Old pinion juniper area, either been railed or burned fro wildlife use, some juniper
standing, winter fat and other browse and forbs for mule deer, primary winter range,
prairie grass;

Primary mule deer winter range3, also elk range, mountain lion, black bear, coyote, fox,
rabbit, and other smaller mammals and birds native to region.

Soil Type and Characteristics

Erosion Issues Y
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Seed reserve pit  and other disturbed areas when no longer in use
 

Sedimentation Issues  Y
 

Site Stability Issues  N
 

Drainage Diverson Required?  N
 

Berm Required?  Y
 

Erosion Sedimentation Control Required?  Y
Seeding according to UDWR stipulations

 

Paleo Survey Run?  Y     Paleo Potental Observed?  N     Cultural Survey Run?  Y     Cultural
Resources?  N

 

Reserve Pit
 

Site-Specific Factors Site Ranking  

Distance to Groundwater (feet) > 2 0 0 0
Distance to Surface Water (feet) > 1 0 0 0 0
Dist. Nearest Municipal Well (ft) > 5 2 8 0 0

Distance to Other Wells (feet) > 1 3 2 0 0
Native Soil Type High permeability 2 0

Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 0
Affected Populations

Presence Nearby Utility Conduits Not Present 0

 

Final Score 2 5 1 Sensitivity Level
 

Characteristics /  Requirements
Reserve pit  is  proposed on the northwest corner,  in cut  and measuring 110'  wide by 150'
long by 12'  deep with prevailing winds from the west.

 

Closed Loop Mud Required? N   Liner Required? Y   Liner Thickness 20    Pit Underlayment
Required?   

 

Other Observations /  Comments
UDWR was invited but other issues prevented them from attending, UDWR has a landowner
agreement with E&P Energy and have visited this site with the operator. High point of surface is
the northwest corner,  surface slopes to the south,  open,  rai led area for deer winter range,  no
other  surface issues.

 

Dennis  Ingram 6 / 2 7 / 2 0 1 2
Evaluator Date  /  Time
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API Well Number: 43013514330000

Seed reserve pit and other disturbed areas when no longer in use

Sedimentation Issues Y

Site Stability Issues N

Drainage Diverson Required? N

Berm Required? Y

Erosion Sedimentation Control Required? Y
Seeding according to UDWR stipulations

Paleo Survey Run? Y Paleo Potental Observed? N Cultural Survey Run? Y Cultural
Resources? N

Reserve Pit

Site-Specific Factors Site Ranking

Distance to Groundwater (feet) >200 0
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0

Distance to Other Wells (feet) >1320 0
Native Soil Type High permeability 20

Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 0
Affected Populations

Presence Nearby Utility Conduits Not Present 0
Final Score 2 5 1 Sensitivity Level

Characteristics / Requirements
Reserve pit is proposed on the northwest corner, in cut and measuring 110' wide by 150'
long by 12' deep with prevailing winds from the west.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 20 Pit Underlayment
Required?

Other Observations / Comments
UDWR was invited but other issues prevented them from attending, UDWR has a landowner
agreement with E&P Energy and have visited this site with the operator. High point of surface is
the northwest corner, surface slopes to the south, open, railed area for deer winter range, no
other surface issues.

Dennis Ingram 6/27/20 12
Evaluator Date / Time

RECEIVED: July 10,

API Well Number: 43013514330000

Seed reserve pit and other disturbed areas when no longer in use

Sedimentation Issues Y

Site Stability Issues N

Drainage Diverson Required? N

Berm Required? Y

Erosion Sedimentation Control Required? Y
Seeding according to UDWR stipulations

Paleo Survey Run? Y Paleo Potental Observed? N Cultural Survey Run? Y Cultural
Resources? N

Reserve Pit

Site-Specific Factors Site Ranking

Distance to Groundwater (feet) >200 0
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0

Distance to Other Wells (feet) >1320 0
Native Soil Type High permeability 20

Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 0
Affected Populations

Presence Nearby Utility Conduits Not Present 0
Final Score 2 5 1 Sensitivity Level

Characteristics / Requirements
Reserve pit is proposed on the northwest corner, in cut and measuring 110' wide by 150'
long by 12' deep with prevailing winds from the west.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 20 Pit Underlayment
Required?

Other Observations / Comments
UDWR was invited but other issues prevented them from attending, UDWR has a landowner
agreement with E&P Energy and have visited this site with the operator. High point of surface is
the northwest corner, surface slopes to the south, open, railed area for deer winter range, no
other surface issues.

Dennis Ingram 6/27/20 12
Evaluator Date / Time

RECEIVED: July 10,



RECEIVED: July 10, 2012

 

Application for Permit to Drill
Statement of Basis

Utah Division of Oil, Gas and Mining

APD No API WellNo Status Well Type Surf Owner CBM
5 9 9 3 43013514330000 LOCKED OW S N o
Operator EP ENERGY E&P COMPANY, L.P. Surface Owner-APD
Well Name DWR 3-15C6 Unit
Field CEDAR RIM Type of Work DRILL

Location SESE    15    3S    6W    U    1000 FSL    1000 FEL    GPS Coord
(UTM)    538849E    4451756N

Geologic Statement of Basis
The mineral rights for the proposed well are owned by the Ute Tribe. The BLM will be the
agency responsible for evaluating and approving the dril l ing,  casing and cement programs.

Brad Hill
APD Evaluator

7 / 1 0 / 2 0 1 2
Date /  Time

Surface Statement of Basis
A presi te  was scheduled and performed on July 27,  2012 to take input  and address issues
for the construction and drill ing of this well.  UDWR was shown as the surface owner and
therefore invited by email to the presite.  A conversation followed by phone and Ben
Williams explained they were busy but have a landowner agreement in place, and that E&P
Energy just needs to follow that plan.

There are access roads on two sides of this  proposed location surface,  to the west  and
north.  The highest  points  are along the western port ion of the surface,  as the topography
slopes to the east showing eight to eleven feet of cut at  the high points and five to nine feet
of fil l  at  the lower corners.  There aren't  any drainage issues or stability problems. The
surface has been rai led or chained,  removing the pinion juniper from the land and opening
it  up for browse or feed for wintering mule deer and elk.  The reserve pit  is  staked along the
northwest side of the location in cut ,  and possibly has underlying sandstone ledge rock
below the ground surface.  The operator shall  follow their  operations plan and install  a 20
mil synthetic l iner in the reserve pit  after smoothing the pit  bottom the l iner is  not
damaged. No other issues were noted at  the onsite visi t .

Dennis  Ingram
Onsite Evaluator

6 / 2 7 / 2 0 1 2
Date /  Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic l iner with a minimum thickness of 20 mils shall  be properly installed and maintained in

the reserve pit .
Pits The reserve pit  should be located on the north side of the location.
Surface The reserve pit  shall  be fenced upon completion of dril l ing operations.
Surface The well site shall  be bermed to prevent fluids from leaving the pad.

API Well Number: 43013514330000
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API Well Number: 43013514330000
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Application for Permit to Drill
Statement of Basis

Utah Division of Oil, Gas and Mining
I

APD No API WellNo Status Well Type Surf Owner CBM
5993 43013514330000 LOCKED OW S No
Operator EP ENERGY E&P COMPANY, L.P. Surface Owner-APD

Well Name DWR 3-15C6 Unit
Field CEDAR RIM Type of Work DRILL

. SESE 15 3S 6W U 1000 FSL 1000 FEL GPS CoordLocation
(UTM) 538849E 4451756N

Geologic Statement of Basis
The mineral rights for the proposed well are owned by the Ute Tribe. The BLM will be the
agency responsible for evaluating and approving the drilling, casing and cement programs.

Brad Hill 7/10/20 12
APD Evaluator Date / Time

Surface Statement of Basis
A presite was scheduled and performed on July 27, 2012 to take input and address issues
for the construction and drilling of this well. UDWR was shown as the surface owner and
therefore invited by email to the presite. A conversation followed by phone and Ben
Williams explained they were busy but have a landowner agreement in place, and that E&P
Energy just needs to follow that plan.

There are access roads on two sides of this proposed location surface, to the west and
north. The highest points are along the western portion of the surface, as the topography
slopes to the east showing eight to eleven feet of cut at the high points and five to nine feet
of fill at the lower corners. There aren't any drainage issues or stability problems. The
surface has been railed or chained, removing the pinion juniper from the land and opening
it up for browse or feed for wintering mule deer and elk. The reserve pit is staked along the
northwest side of the location in cut, and possibly has underlying sandstone ledge rock
below the ground surface. The operator shall follow their operations plan and install a 20
mil synthetic liner in the reserve pit after smoothing the pit bottom the liner is not
damaged. No other issues were noted at the onsite visit.

Dennis Ingram 6/27/20 12
Onsite Evaluator Date / Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 20 mils shall be properly installed and maintained in

the reserve pit.
Pits The reserve pit should be located on the north side of the location.
Surface The reserve pit shall be fenced upon completion of drilling operations.
Surface The well site shall be bermed to prevent fluids from leaving the pad.

RECEIVED: July 10,

API Well Number: 43013514330000

I

Application for Permit to Drill
Statement of Basis

Utah Division of Oil, Gas and Mining
I

APD No API WellNo Status Well Type Surf Owner CBM
5993 43013514330000 LOCKED OW S No
Operator EP ENERGY E&P COMPANY, L.P. Surface Owner-APD

Well Name DWR 3-15C6 Unit
Field CEDAR RIM Type of Work DRILL

. SESE 15 3S 6W U 1000 FSL 1000 FEL GPS CoordLocation
(UTM) 538849E 4451756N

Geologic Statement of Basis
The mineral rights for the proposed well are owned by the Ute Tribe. The BLM will be the
agency responsible for evaluating and approving the drilling, casing and cement programs.

Brad Hill 7/10/20 12
APD Evaluator Date / Time

Surface Statement of Basis
A presite was scheduled and performed on July 27, 2012 to take input and address issues
for the construction and drilling of this well. UDWR was shown as the surface owner and
therefore invited by email to the presite. A conversation followed by phone and Ben
Williams explained they were busy but have a landowner agreement in place, and that E&P
Energy just needs to follow that plan.

There are access roads on two sides of this proposed location surface, to the west and
north. The highest points are along the western portion of the surface, as the topography
slopes to the east showing eight to eleven feet of cut at the high points and five to nine feet
of fill at the lower corners. There aren't any drainage issues or stability problems. The
surface has been railed or chained, removing the pinion juniper from the land and opening
it up for browse or feed for wintering mule deer and elk. The reserve pit is staked along the
northwest side of the location in cut, and possibly has underlying sandstone ledge rock
below the ground surface. The operator shall follow their operations plan and install a 20
mil synthetic liner in the reserve pit after smoothing the pit bottom the liner is not
damaged. No other issues were noted at the onsite visit.

Dennis Ingram 6/27/20 12
Onsite Evaluator Date / Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 20 mils shall be properly installed and maintained in

the reserve pit.
Pits The reserve pit should be located on the north side of the location.
Surface The reserve pit shall be fenced upon completion of drilling operations.
Surface The well site shall be bermed to prevent fluids from leaving the pad.

RECEIVED: July 10,



RECEIVED: July 10, 2012

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 5 /21 /2012 API NO. ASSIGNED: 43013514330000

WELL NAME: DWR 3-15C6    

OPERATOR: EP ENERGY E&P COMPANY, L.P. (N3850) PHONE NUMBER:

CONTACT:    

PROPOSED LOCATION: SESE 15 030S 060W Permit Tech Review:

SURFACE: 1000 FSL 1000 FEL Engineering Review:

BOTTOM: 1000 FSL 1000 FEL Geology Review:

COUNTY: DUCHESNE 

LATITUDE: 40.21532 LONGITUDE: -110.54344

UTM SURF EASTINGS: 538849.00 NORTHINGS: 4451756.00

FIELD NAME: CEDAR RIM    

LEASE TYPE: 2 - Indian    

LEASE NUMBER: 14-20-H62-4724             PROPOSED PRODUCING FORMATION(S): WASATCH 

SURFACE OWNER: 3 - State COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2 -3 .

Bond: FEDERAL - WY3457      Unit:  

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: Duchesne City / Water Right 43-7295           Board Cause No:  Cause 139-84

RDCC Review:           Effective Date:   12/31/2008

Fee Surface Agreement           Siting:  660' Fr Drl U Bdry & 1320' Fr Other Wells

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  SURF OWNER DWR: FR N3065; 

Stipulations:         4 - Federal Approval - dmason
                             5 - Statement of Basis - bhill

API Well Number: 43013514330000
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API Well Number: 43013514330000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I

APD RECEIVED: 5/21/2012 API NO. ASSIGNED: 43013514330000

WELL NAME: DWR 3-15C6

OPERATOR: EP ENERGY E&P COMPANY, L.P. (N3850) PHONE NUMBER:

CONTACT:

PROPOSED LOCATION: SESE 15 030S 060W Permit Tech Review:

SURFACE: 1000 FSL 1000 FEL Engineering Review:

BOTTOM: 1000 FSL 1000 FEL Geology Review:

COUNTY: DUCHESNE

LATITUDE: 40.21532 LONGITUDE: -110.54344

UTM SURF EASTINGS: 538849.00 NORTHINGS: 4451756.00

FIELD NAME: CEDAR RIM

LEASE TYPE: 2 - Indian

LEASE NUMBER: 14-20-H62-4724 PROPOSED PRODUCING FORMATION(S): WASATCH

SURFACE OWNER: 3 - State COALBED METHANE: NO

I

RECEIVED ANDIOR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: FEDERAL - WY3457 Unit:

Potash R649-3-2. General

Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: Duchesne City / Water Right 43-7295 Board Cause No: Cause 139-84

RDCC Review: Effective Date: 12/31/2008

Fee Surface Agreement Siting: 660' Fr Drl U Bdry & 1320' Fr Other Wells

Intent to Commingle R649-3-11. Directional Drill

Commingling Approved

I

Comments: Presite Completed
SURF OWNER DWR: FR N3065;

Stipulations: 4 - Federal Approval - dmason
5 - Statement of Basis - bhill

RECEIVED: July 10,

API Well Number: 43013514330000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I

APD RECEIVED: 5/21/2012 API NO. ASSIGNED: 43013514330000

WELL NAME: DWR 3-15C6

OPERATOR: EP ENERGY E&P COMPANY, L.P. (N3850) PHONE NUMBER:

CONTACT:

PROPOSED LOCATION: SESE 15 030S 060W Permit Tech Review:

SURFACE: 1000 FSL 1000 FEL Engineering Review:

BOTTOM: 1000 FSL 1000 FEL Geology Review:

COUNTY: DUCHESNE

LATITUDE: 40.21532 LONGITUDE: -110.54344

UTM SURF EASTINGS: 538849.00 NORTHINGS: 4451756.00

FIELD NAME: CEDAR RIM

LEASE TYPE: 2 - Indian

LEASE NUMBER: 14-20-H62-4724 PROPOSED PRODUCING FORMATION(S): WASATCH

SURFACE OWNER: 3 - State COALBED METHANE: NO

I

RECEIVED ANDIOR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: FEDERAL - WY3457 Unit:

Potash R649-3-2. General

Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: Duchesne City / Water Right 43-7295 Board Cause No: Cause 139-84

RDCC Review: Effective Date: 12/31/2008

Fee Surface Agreement Siting: 660' Fr Drl U Bdry & 1320' Fr Other Wells

Intent to Commingle R649-3-11. Directional Drill

Commingling Approved

I

Comments: Presite Completed
SURF OWNER DWR: FR N3065;

Stipulations: 4 - Federal Approval - dmason
5 - Statement of Basis - bhill

RECEIVED: July 10,



Permit To Drill
******************
Well Name:   DWR 3-15C6

API Well Number:   43013514330000
Lease Number:    1 4 - 2 0 - H 6 2 - 4 7 2 4
Surface Owner:   STATE 
Approval Date:    7 / 1 0 / 2 0 1 2

Issued to:
EP ENERGY E&P COMPANY, L.P., 1001 Louisiana, Houston, TX 77002

Authority:
Pursuant to Utah Code Ann. 40-6-1 et  seq. ,  and Utah Administrat ive Code
R649-3-1 et seq.,  the Utah Division of Oil,  Gas and Mining issues conditions of
approval,  and permit to drill  the listed well.  This permit is issued in accordance
with the requirements of  Cause 139-84.  The expected producing formation or  pool
is the WASATCH Formation(s), completion into any other zones will require filing a
Sundry Notice (Form 9). Completion and commingling of more than one pool will
require approval  in accordance with R649-3-22.

Duration:
This approval shall  expire one year from the above date unless substantial  and
continuous operat ion is  underway,  or  a  request  for  extension is  made prior  to the
expirat ion date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq.,  the Oil and Gas
Conservation General Rules,  and the applicable terms and provisions of the
approved Application for permit to dril l .

Conditions of Approval:
State approval of this well  does not supercede the required federal  approval,  which
must be obtained prior to dri l l ing.  

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached). 

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:
     •  Within 24 hours following the spudding of the well  -  contact Carol Daniels at
8 0 1 - 5 3 8 - 5 2 8 4
     (please leave a voicemail message if not available)
     OR
       submit an electronic sundry notice (pre-registration required) via the Utah Oil &
Gas website

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
kkkkkkkkkkkkkkkkkk

Well Name: DWR 3-15C6
API Well Number: 43013514330000

Lease Number: 14-20-H62-4724
Surface Owner: STATE
Approval Date: 7/10/2012

Issued to:
EP ENERGY E&P COMPANY, L.P., 1001 Louisiana, Houston, TX 77002

Authority:
Pursuant to Utah Code Ann. 40-6-1 et seq., and Utah Administrative Code
R649-3-1 et seq., the Utah Division of Oil, Gas and Mining issues conditions of
approval, and permit to drill the listed well. This permit is issued in accordance
with the requirements of Cause 139-84. The expected producing formation or pool
is the WASATCH Formation(s), completion into any other zones will require filing a
Sundry Notice (Form 9). Completion and commingling of more than one pool will
require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which
must be obtained prior to drilling.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
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Well Name: DWR 3-15C6
API Well Number: 43013514330000

Lease Number: 14-20-H62-4724
Surface Owner: STATE
Approval Date: 7/10/2012

Issued to:
EP ENERGY E&P COMPANY, L.P., 1001 Louisiana, Houston, TX 77002

Authority:
Pursuant to Utah Code Ann. 40-6-1 et seq., and Utah Administrative Code
R649-3-1 et seq., the Utah Division of Oil, Gas and Mining issues conditions of
approval, and permit to drill the listed well. This permit is issued in accordance
with the requirements of Cause 139-84. The expected producing formation or pool
is the WASATCH Formation(s), completion into any other zones will require filing a
Sundry Notice (Form 9). Completion and commingling of more than one pool will
require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which
must be obtained prior to drilling.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas



         at  ht tp:/ /oi lgas.ogm.utah.gov

Reporting Requirements:
All reports,  forms and submittals as required by the Utah Oil  and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not l imited to:
     •  Entity Action Form (Form 6) - due within 5 days of spudding the well
     •  Monthly Status Report (Form 9) - due by 5th day of the following calendar
m o n t h
     •  Requests to Change Plans (Form 9) -  due prior to implementation
    • Written Notice of Emergency Changes (Form 9) - due within 5 days
     •  Notice of Operations Suspension or Resumption (Form 9) -  due prior to
implementa t ion
    •  Report of Water Encountered (Form 7) -  due within 30 days after completion
    •  Well Completion Report (Form 8) - due within 30 days after completion or
plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 

at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &



Form 3160-3 FORM APPROVED(August 2007) OMB No. 1004-0136
UNITED STATES . : Expires July 31, 2010

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT ÛÑQ$ gg 5. Lease Serial No.

1420H624724
APPLICATION FOR PERMIT TO DRILL OR REENTER 6. If Indian, Allottee or Tribe Name

la. Type of Work: g DRILL O REENTER CONFIDENTIAL "' ""°r CA Agreement, Name and No.

8. Lease Name and \VellNo.
lb. Type of Well: g Oil Well O Gas well O other g Single Zone O Multiple Zone DWR 3-15C6
2. Name of Operator Contact: IVIAklAGOMEL 9. API Well No.EL PASO E&P COMPANY LP E-Mail: maria.gomez@elpaso.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory1001 LOUtSIANA Ph: 713-997-5038 BLUEBELL/ALTAMONTHOUSTON, TX 77002 Fx: 713-445-8554

4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Bik. and Survey or Area
At surface SESE 1000FSL 1000FEL Sec 15 T3S R6W Mer UBM
At proposed prod. zone SESE 1000FSL 1000FEL

14. Distance m trules and directiontiom nearest town or post ottice* 12. County or Parish 13. State
~10.6

DUCHESNE UT
15. Distance from proposed locationto nearest property or 16. No. of Acres m Lease 17. Spacmg Umt dedicatedto this welllease line, ft. (Also to nearest drig. unit line, if any)

1000 640.00 640.00
18. Distance fiom proposed locationto nearest well, drillmg, 19. ProposedDepth 20. BLM/BIA Bond No. on tilecompleted, applied for, on this lease, ft.

1900 11100 MD WY3457
11100 TVD

21. Elevations (showwhether DF, Kl3, RI, GL, etc. 22. Approximate datework will start 23. Estimated duration6009 GL 09/01/2012 ~52 DAYS

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:
1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see2. A Drilling Plan. Item 20 above).3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certificationSUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific information and/or plans as may be required by the

authorized officer.

25. Signature Name (Printed/Typed) Date(Electronic Submission) MARIAGOMEZ Ph: 713-997-5038 05/31/2012
Title

PRINCIPLE REGULATORY ANALYST
Approved by (Sig ure) Name (Printed/Typed) DateJerry Kenczka DEC3 1 209Title / Ottice

Application appr6val doesnot warrant or certity the apphcant holdslegalor equitable title to those rights m the subject leasewhich would entitle the apphcant to conductoperations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willftilly to make to any department or agency of the UnitedStates any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
RECEIVED

Additional Operator Remarks (see next page)

Electronic Submission #139445 verified by the BLM Well Information System
For EL PASO E&P COMPANY LP, sent to the Vernal DIVOF0lt.GASAMWINCommitted to AFMSS for processing by LESLIE ROBINSON on 06/08/2012 ()

00001
** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED

Form 3160-3 FORM APPROVED(August 2007) OMB No. 1004-0136
UNITED STATES . : Expires July 31, 2010

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT ÛÑQ$ gg 5. Lease Serial No.

1420H624724
APPLICATION FOR PERMIT TO DRILL OR REENTER 6. If Indian, Allottee or Tribe Name

la. Type of Work: g DRILL O REENTER CONFIDENTIAL "' ""°r CA Agreement, Name and No.

8. Lease Name and \VellNo.
lb. Type of Well: g Oil Well O Gas well O other g Single Zone O Multiple Zone DWR 3-15C6
2. Name of Operator Contact: IVIAklAGOMEL 9. API Well No.EL PASO E&P COMPANY LP E-Mail: maria.gomez@elpaso.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory1001 LOUtSIANA Ph: 713-997-5038 BLUEBELL/ALTAMONTHOUSTON, TX 77002 Fx: 713-445-8554

4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Bik. and Survey or Area
At surface SESE 1000FSL 1000FEL Sec 15 T3S R6W Mer UBM
At proposed prod. zone SESE 1000FSL 1000FEL

14. Distance m trules and directiontiom nearest town or post ottice* 12. County or Parish 13. State
~10.6

DUCHESNE UT
15. Distance from proposed locationto nearest property or 16. No. of Acres m Lease 17. Spacmg Umt dedicatedto this welllease line, ft. (Also to nearest drig. unit line, if any)

1000 640.00 640.00
18. Distance fiom proposed locationto nearest well, drillmg, 19. ProposedDepth 20. BLM/BIA Bond No. on tilecompleted, applied for, on this lease, ft.

1900 11100 MD WY3457
11100 TVD

21. Elevations (showwhether DF, Kl3, RI, GL, etc. 22. Approximate datework will start 23. Estimated duration6009 GL 09/01/2012 ~52 DAYS

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:
1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see2. A Drilling Plan. Item 20 above).3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certificationSUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific information and/or plans as may be required by the

authorized officer.

25. Signature Name (Printed/Typed) Date(Electronic Submission) MARIAGOMEZ Ph: 713-997-5038 05/31/2012
Title

PRINCIPLE REGULATORY ANALYST
Approved by (Sig ure) Name (Printed/Typed) DateJerry Kenczka DEC3 1 209Title / Ottice

Application appr6val doesnot warrant or certity the apphcant holdslegalor equitable title to those rights m the subject leasewhich would entitle the apphcant to conductoperations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willftilly to make to any department or agency of the UnitedStates any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
RECEIVED

Additional Operator Remarks (see next page)

Electronic Submission #139445 verified by the BLM Well Information System
For EL PASO E&P COMPANY LP, sent to the Vernal DIVOF0lt.GASAMWINCommitted to AFMSS for processing by LESLIE ROBINSON on 06/08/2012 ()

00001
** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LANDMANAGEMENT

VERNAL FIELD OFFICE' 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: EL PASO E& P COMPANY LP Location: SESE, Sec. 15, T3S, R6W
Well No: DWR 3-15C6 Lease No: 14-20-H62-4724
API No: 43-013-51433 Agreement: N/A

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a two (2) year period, or until lease expiration, whichever occurs
first. An additional extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Construction Activity - The Ute Tribe Energy & Minerals Dept. and BLM
EnvironmentaÍ¯

(Notify Ute Tribe Energy & Minerals Scientist shall be notified at least 48 hours in advance of any
Dept. and BLM Environmental construction activity. The Ute Tribal office is open Monday
Scientist) throughThursday.

Construction Completion - Upon completion of the pertinent APDIROW construction, notify
(Notify Ute Tribe Energy & Minerals the Ute Tribe Energy & Minerals Dept. for a Tribal Technician to
Dept. and BLM Environmental verify the Affidavit of Completion. Notify the BLM Environmental
Scientist) Scientist prior to movingon the drilling rig.

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify BLM Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and cementing
(Notify BLMSupv. Petroleum Tech.) all casing strings to:blm ut vn opreport©blm.qov.

BOP & Related Equipment Tests I - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify BLM Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify BLM Petroleum Engineer) production resumes after well has been off production for more

than ninety (90)
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SURFACE USE PROGRAM
CONDITIONSOF APPROVAL (COAs)

• All areas of disturbance (including surface pipelines) must have appropriate surface use
agreements or approvals in place with the proper owner and/or agency before such action is
started.

• The conditions of approval, as set forth by those owners and/or agencies, shall be adhered
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DOWNHOLE PROGRAM
CONDITIONS OF APPROVAL (COAs)

SITE SPECIFIC DOWNHOLE COAs:

• A formation integrity test shall be performed at the surface casing shoe.
• Gamma Ray Log shall be run from Total Depth to surface.

AII provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLINGICOMPLETIONIPRODUCING OPERATING STANDARDS

• The spud date and time shall be reported orally to Vernal Field Office within 24 hours of
spudding.

• Notify Vernal Field Office Supervisory Petroleum Engineerinq Technician at least 24 hours in
advance of casinq cementing operations and BOPE & casinq pressure tests.

• All requirements listed in Onshore Order #2 lll. E. Special Drilling Operations are applicable for
air drilling of surface hole.

• Blowout prevention equipment (BOPE) shall remain in use untilthe well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil &
Gas Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and i by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drilling crew within24 hours of drilling out from
under the surface casing and weekly thereafter as specified in Onshore Oil & Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressivelfresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. Ifflowing water
is encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLM
Vernal Field Office.

• The operator must report encounters of all non oil& gas mineral resources (such as Gilsonite,
tar sands, oil shale, trona,etc.) to the Vernal Field Office, in writing, within 5 working days of
each encounter. Each report shall include the well namelnumber, well location, date and
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(from KB or GL) of encounter, vertical footage of the encounter and, the name of the person
making the report (along with a telephonenumber) should the BLM need to obtain additional
information.

• A complete set of angular deviation and directional surveys of a directional wellwill be
submitted to the Vernal BLMoffice engineer within 30 days of the completion of the well.

• While activelydrilling, chronologic drilling progress reports shall be filed directly with the BLM,
Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum
Engineers until the well is completed.

• A cement bond log (CBL) willbe run from the production casing shoe to the top of cement and
shall be utilized to determine the bond quality for the production casing. Submit a field copy of
the CBL to this office.

• Please submit an electronic copy of all other logs run on this well by CD (compact disc).
This submission will supersede the requirement for submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation
must have prior approval from the BLMVernal Field
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OPERATING REQUIREMENT REMINDERS:

• AIIwells, whether drilling, producing, suspended, or abandoned, shall be identified in
accordance with 43 CFR 3162.6. There shall be a sign or marker with the name of the operator,
lease serial number, well number, and surveyed description of the well.

• For information regarding production reporting, contact the Office of Natural Resources
Revenue (ONRR) at www.ONRR.qov.

• Should the well be successfully completed for production, the BLMVernal Field office must be
notifiedwhen it is placed in a producing status. Such notification will be by written
communication and must be received in this office by not later than the fifth business day
following the date on which the well is placed on production. The notification shall provide, as a
minimum,the following informational items:

o Operator name, address, and telephone number.

o Well name and number.

o Well location (¼¼,Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royalty will
be paid).

o The nature of the well's production, (i.e., crude oil,or crude oil and casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise
the non-Federal or non-indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, if applicable.

o Communitization agreement number, if applicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLMVernal Field Office.

• All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than Major
Events" will be reported in writing within 15 days. "Minor Events" will be reported on the
Monthly Report of Operations and Production.

• Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or
data obtained and compiled during the drilling, workover, and/or completion operations, shall be
filed on BLM Form 3160-4. Submit with the wellcompletion report a geologic report including,
at a minimum, formation tops, and a summary and conclusions. Also include deviation surveys,
sample descriptions, strip logs, core data, drillstem test data, and results of production tests
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performed. Samples (cuttings, fluid, and/or gas) shall be submitted only when requested by the
BLM,Vernal Field Office.

• AIIoff-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have
prior written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field
Office Petroleum Engineers will be provided with a date and timefor the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports shall be
submitted to the BLMVernal Field Office. All measurement facilities willconform to the API
standards for liquid hydrocarbons and the AGA standards for natural gas measurement. All
measurement points shall be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLMVernal Field Office within 30 days of installation or first production, whichever occurs
first. All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of
a suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval
may be obtained orally, but such approval does not waive the written report requirement.

• Ñolocation shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLMVernal Field Office. If operations are to be suspended for more than 30
days, prior approval of the BLMVernal Field Office shall be obtained and notificationgiven
before resumption of operations.

• Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water
produced from thiswell for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this officeand in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along withany necessary water analyses, as soon as possible, but
no later than 45 days after the date of first production. Any method of disposal which has not
been approved prior to the end of the authorized 90-day period will be considered as an Incident
of Noncompliance and willbe grounds for issuing a shut-in order untilan acceptable manner for
disposing of said water is provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM 3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface
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RECEIVED: Aug. 29, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-4724 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 DWR 3-15C6 

2. NAME OF OPERATOR:
 EP ENERGY E&P COMPANY, L.P.

9. API NUMBER:
 43013514330000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1001 Louisiana , Houston, TX, 77002 713 997-5038  Ext 

9. FIELD and POOL or WILDCAT:
 CEDAR RIM 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1000 FSL 1000 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESE Section: 15 Township: 03.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

8 /29 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please extend this APD for one year until July 10, 2014.

NAME (PLEASE PRINT) PHONE NUMBER 
 Maria S. Gomez 713 997-5038

TITLE
 Principal Regulatory Analyst

SIGNATURE
 N/A

DATE
 8 /29 /2013

September 12, 2013

Sundry Number: 41884 API Well Number: 43013514330000Sundry Number: 41884 API Well Number: 43013514330000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 14-20-H62-4724

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well DWR 3-15C6

2. NAME OF OPERATOR: 9. API NUMBER:
EP ENERGY E&P COMPANY,L.P. 43013514330000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 Louisiana , Houston, TX, 77002 713 997-5038 Ext CEDAR RIM

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1000 FSL 1000 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 15 Township: 03.0S Range: 06.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/29/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please extend this APD for one year until July 10, 2014. Approved by the
Utah Division of

OFI, Gas and Mining

Date: September 12, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Maria S. Gomez 713 997-5038 Principal Regulatory Analyst

SIGNATURE DATE
N/A 8/29/2013

RECEIVED: Aug. 29,

Sundry Number: 41884 API Well Number: 43013514330000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 14-20-H62-4724

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well DWR 3-15C6

2. NAME OF OPERATOR: 9. API NUMBER:
EP ENERGY E&P COMPANY,L.P. 43013514330000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 Louisiana , Houston, TX, 77002 713 997-5038 Ext CEDAR RIM

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1000 FSL 1000 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESE Section: 15 Township: 03.0S Range: 06.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/29/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please extend this APD for one year until July 10, 2014. Approved by the
Utah Division of

OFI, Gas and Mining

Date: September 12, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Maria S. Gomez 713 997-5038 Principal Regulatory Analyst

SIGNATURE DATE
N/A 8/29/2013

RECEIVED: Aug. 29,



RECEIVED: Aug. 29, 2013

  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Request for Permit Extension Validation Well Number 43013514330000
 

API:  43013514330000
Well Name:  DWR 3-15C6 

Location:  1000 FSL 1000 FEL QTR SESE SEC 15 TWNP 030S RNG 060W MER U
Company Permit Issued to:  EP ENERGY E&P COMPANY, L.P.

Date Original Permit Issued:  7 /10 /2012

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
Following is a checklist of some items related to the application, which should be verified.

If located on private land, has the ownership changed, if so, has the surface agreement been updated?  
 Yes      No

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location?     Yes      No

Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?     Yes      No

Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location?     Yes      No

Has the approved source of water for drilling changed?     Yes      No

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?     Yes      No

Is bonding still in place, which covers this proposed well?     Yes      No

        
Signature:  Maria S. Gomez Date: 8 /29 /2013

Title:  Principal Regulatory Analyst Representing: EP ENERGY E&P COMPANY, L.P.

Sundry Number: 41884 API Well Number: 43013514330000Sundry Number: 41884 API Well Number: 43013514330000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. EMI Pr N1NTrie

Request for Permit Extension Validation Well Number 43013514330000

API: 43013514330000
Well Name: DWR 3-15C6

Location: 1000 FSL 1000 FEL QTR SESE SEC 15 TWNP 030S RNG 060W MER U
Company Permit Issued to: EP ENERGY E&P COMPANY,L.P.

Date Original Permit Issued: 7/10/2012

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
Following is a checklist of some items related to the application, which should be verified.

* If located on private land, has the ownership changed, if so, has the surface agreement been updated? O
Yes No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? O Yes No

• Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well? (_) Yes No

• Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location? O Yes i No

· Has the approved source of water for drilling changed? O Yes No

• Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? Yes No

' Is bonding still in place, which covers this proposed well? Yes No

Signature: Maria S. Gornez Date: 8/29/2013
Title: Principal Regulatory Analyst Representing: EP ENERGY E&P COMPANY,L.P.

RECEIVED: Aug. 29,

Sundry Number: 41884 API Well Number: 43013514330000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. EMI Pr N1NTrie

Request for Permit Extension Validation Well Number 43013514330000

API: 43013514330000
Well Name: DWR 3-15C6

Location: 1000 FSL 1000 FEL QTR SESE SEC 15 TWNP 030S RNG 060W MER U
Company Permit Issued to: EP ENERGY E&P COMPANY,L.P.

Date Original Permit Issued: 7/10/2012

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
Following is a checklist of some items related to the application, which should be verified.

* If located on private land, has the ownership changed, if so, has the surface agreement been updated? O
Yes No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? O Yes No

• Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well? (_) Yes No

• Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location? O Yes i No

· Has the approved source of water for drilling changed? O Yes No

• Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? Yes No

' Is bonding still in place, which covers this proposed well? Yes No

Signature: Maria S. Gornez Date: 8/29/2013
Title: Principal Regulatory Analyst Representing: EP ENERGY E&P COMPANY,L.P.

RECEIVED: Aug. 29,



State of Utah
DEPARTMENT OF NATURAL RESOURCES

M[CHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
SPENCER J. COX JOHN R. BAZA
Lieutenant Governor Division Director September 12, 2014

EP Energy E&P Company, L.P.
1001 Louisiana
Houston, TX 77002

Re: APD Rescinded -- DWR 3-15C6, Sec. 15, T. 3S, R. 6W,
Duchesne County, Utah API No. 43-013-51433

Ladies and Gentlemen:

The Application for Permit to Drill (APD) for the subject well was
approved by the Division of Oil, Gas and Mining (Division) on July 10, 2012. On
September 12, 2013, the Division granted a one-year APD extension. No drilling
activity at this location has been reported to the division. Therefore, approval to
drill the well is hereby rescinded, effective September 12, 2014.

A new APD must be filed with this office for approval prior to the
commencement of any future work on the subject location.

If any previously unreported operations have been performed on this well
location, it is imperative that you notify the Division immediately.

Sincerely,

Di Mason
Environmental Scientist

cc: Well File
Bureau of Land Management, Vernal
SITLA, Ed Bonner

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www ogm.utah.gov

OIL, GAS &
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